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MEETING SUMMARY

The ANSI Z21/83 Committee sets performance standards for
gas-burning appliances and their installation. Membership
consists of experts in gas appliance design and natural and LP-
gas fuel distribution, government agencies, and consumer

representatives.

CPSC staff attended this meeting to support proposed
changes to the Z21.10.1 Gas-Fired Water Heater Standard, and the

Z21.63 Standard for Portable Type Gas Camp Heaters.

The Gas Appliance Manufacturers Association (GAMA) proposed
& water heater flammable vapor ignition resistance test
methodology to certify the performance of new technology gas-
fried water heaters designed to resist the ignition of flammable
vapors. CPSC staff assisted in developing the standard and finds
it adegquate. It 1s staff's belief that water heaters meeting the
requirements of the proposed test methodology (section 2.38
attached, with appendices) will greatly reduce the hazard posed
by water heaters igniting flammable vapors in the home. The vote
on adopting this item was 22 for, 4 opposed and 3 abstaining.
Twelve members of the Z21/83 Committee did not attend the
meeting. They will be sent letter ballots. It is possible that
when the absent member ballots are counted, this provision will
net be accepted. Staff expects to have the final vote count,
including the absentee votes within 45 days.

The CPSC staff recommended a number of changes to the
standard for camping heaters, ANSI Z21.63 to address the hazard
of carbon monoxide poisoning. The subcommittee adopted the






recommended changes and they were approved by the Z21/83. They
are attached.
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ROGER JASK (no vote) X
FRANCES GAILEY, Ph.D.
DAN CHRISTENSON
CRAIG R, CHRISTENSEN
W. ROSELLE HAMLETT
ROBERT A. HAUSERMAN X
DARYL L. HOSLER A
MARTIN PETCHUL X
JACK D. REA X
DONALD L. SHRADER
LARRY WESTLING
MATTHEW W. WILRER
ROBERT S. CAVE
EARL T. RHINEMART
TOM RILEY (afternate) X
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GEORGE A. PAPRITZ X
ARMAND V. BRANDAD A
CHARLES W. ADAMS A
LORNE B. ALDEN : X
PAUL E. BEACH A
DANIEL J. CANCLINI A
JAY R. KATCHKA X
GREGORY LYNCH X
NORMAN E. MATTSON
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DREW SMITH
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STUART PALMER
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R. MICHAEL MARTIN A
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ROBERT KORDULAK (alt.)
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WALTER G, LEIGHT
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HARRY JONES A
DONALD W, SWITZER A
{no vote)
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Appendix G

Appendix G: Substantive Revisions to Standard Z21.63/ CSA 11.3, Portable Type Gas Camp
Heaters

At the November 4-5, 1998 meeting of the (].ntenm CSA)/ ANSI Z21/83 Joint Subcommittee on
Gas Refrigerators and Camping Equipment, the Joint Subcommittee adopted the following for
distribution for public review and comment on Standard Z21.63/ CSA 11.3, Portable Type Gas
Camp Heaters: '

1. Revision of boxed warning in Clause 1.13.1, and Appendix A, Clause 1.13.1, to read:

FOR YOUR SAFETY
If you smell gas:
1. Do not attempt to light appliance.

2. Extinguish any open flame.
3. Disconnect from fuel Supply.

Rationale:  Clarification.

2, It was noted that the Terry Cloth Ignition test was left out of the draft standard, and the
Performance at High Altitude section should not have been in the standard. Section 2.12
was revised as follows:

“2 12 PEREORMANCE-AT HIGHALTITUBE-EVALUATION OF CLOTHING IGNITION
POTENTIAL

brought in: conmct w;th ﬁaeappimnee

Method of Test
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t of the appliance by the manufacturer under

Apmm!slyunusedtcstsampleshaﬂbe ed for each evaluation:

Rationale:  Since this standard was modified to address only outdoor use, the draping test
was revised to a clothing ignition test, as currently outlined in the ANSI Z21.11.2
standard. Terry cloth, rather than cheese cloth, was a material which better
represented the type of fabric which may be subject to contact by the refiigerator
heater.

The Section on Performance on High Altitude was not meant to be included in
this standard and has been deleted.
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APPENDIX AA

RELATIONSHIP OF CARBON DIOXIDE TO OXYGEN IN THE
CLOSED ROOM TEST SPECIFIED IN 2.4 OF THIS STANDARD
(This Appendix is informative and is not part of the standard.)

When a gas-burning appliance is operated in a room constructed so as to prevent the infiltration of
air, the rate of increase in the percent carbon dioxide in the closed room atmosphere is directly proportional
to the rate of decrease in the percent oxygen in that closed room atmosphere. The specific ratio between
CO, and O, is dependent on the ultimate CO, resulting from the combustion of the particular fuel gas used.
The ultimate CO,, which will vary as a result of the specific composition of the fuel gas, for each of the
Test Gases specified in this standard, is as follows:

Test Gases Ultimate CO,
A 12.2

BandC 11.82
D,E,Fand G 14.0

The following equations may be used to calculate the relative vaiues of CO, and O, in the closed
room atmosphere for a specific test gas.

x=20.93 - (2023

be

»
-2l (2093-x
T :

Where
X = percent O,,
y = percent CO,, and
Yi = ultimate percent CO,.

Using the above equations, the graph shown in Figure A-1 was developed as an example
to show the relationship of oxygen to carbon dioxide in the atmosphere of a closed room in which
a gas-fired appliance is operated on natural gas (test Gas A) and on liquefied petroleum gases
(test Gases D and E) and LP gas-air mixtures (test Gas G). :
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Relationship of CO, to O, in the Closed Room Tests (See 2.9)
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FIGURES
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Figure 1. Typical Fire Wall Corner
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FIGURES
Front or Rear View Side View
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Figure 2. Probe for Evaluation of Clothing Ignition Potential

Rationale: Addition of Figure 2 for Evaluation of Clothing Ignition Potential.
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distributed with the August 1998 review and comment text and provides background
information on the proposed coverage.

Summary

The proposed revisions contained herein were recommended to the Z21/83 Committee by the
Z21/(Interim CSA) joint water heater subcommittee.

Revisions to the volume I water heater standard, 721.10.1°CSA 4.1:

May 1998 and Appendix A to the July 28-29, 1998 meeting

1.
2.

6.

Completely eliminate the use of asbestos in the construction of water heaters (1.2.5);

Eliminate repetition within the standard by combining the separate references for
construction and performance compliance (to each of the control standards), into single
references (present 1.11.1, 1.16.1, 1.17.2, 1.19, 1.20, 1.22.1, 1.23.1, 2.6.1, 2.7.1,
2.8.1, 2.11, 2.12, 2.13, 2.14, 2.16.1, 2.16.2, 2.17, 2.18). References to the control
standards have been simultaneously updated;

Specify a thermometer 6 inches from the top of the storage vessel to measure the water
temperature rather than 1 inch from the outlet connection of the tank, on the basis that
water temperatures are uniform throughout the tank during this calibration test for dial

type thermostats (present 2.14.2). Present 2.15.3 is deleted as it is redundant to
2.14.2;

Specify placement of a thermocouple immediately after the flow restricting device, as
the appropriate location where the water is thoroughly mixed when the temperature is
measured during conduct of the Storage Temperature Limits tests (2.15);

Clarify use of a bead type thermocouple under the legs or base of an appliance during
conduct of the Wall, floor and Ceiling Temperature tests (present 2.20);

Add a definition for “Safety Shutdown” (Part IV Definitions) for clarification; and

August 1998 and Appendix A to the January 19-20, 199 meeting

7.

Add a method of test to evaluate a water heater designs ability to resist the ignition of
flammable vapors outside the confines of the water heater (2.38, Figure 1, Figure 2,
Figure 3 and Figure 4).

(18-2)



ITEM 18.
721/83 Committee Meeting
April 15, 1999

PROPOSED REVISIONS TO AMERICAN NATIONAL STANDARD/

CSA STANDARD FOR GAS WATER HEATERS, VOLUME I, STORAGE WATER
HEATERS WITH INPUT RATINGS OF 75,000 BTU PER HOUR OR LESS,

Z21.10.1+CSA 4.1

Action Requested

Approval of proposed revisions to American National Standard/ CSA Standard For Gas Water
Heaters, Volume I, Storage Water Heaters With Input Ratings Of 75,000 Btu Per Hour Or
Less, Z21.10.1¢CSA 4.1, and accompanying rationale statements. If approved by the
Committee and ANSI, these revisions will be issued as the first addenda to 21.10.1°CSA 4.1-

1998.

Proposed Revisions

Attached are copies of the following documents:

a.

Proposed Revisions to American National Standard/ CSA Standard For Gas Water
Heaters, Volume I, Storage Water Heaters With Input Ratings Of 75,000 Btu Per
Hour Or Less, Z21.10.1¢CSA 4.1, labeled "For Review and Comment Only" and
distributed during May 1998,

Appendix A to the minutes of the July 28-29, 1998 meeting of the Z21/(Interim
CSA) Joint Subcommittee on Standards for Gas Water Heaters, outlining changes to
the proposed revisions following a review of comments received on Item "a" above;

Proposed Revisions to American National Standard/ CSA Standard For Gas Water
Heaters, Volume I, Storage Water Heaters With Input Ratings Of 75,000 Btu Per
Hour Or Less, Z21.10.1¢CSA 4.1, labeled “GAMA Test Method™ and distributed
For Review and Comment Only during August 1998;

. Excerpts from Appendix A to the minutes of the January 19-20, 1999 meeting of

the Z21/(Interim CSA) Joint Subcommittee on Standards for Gas Water Heaters,
outlining changes to the proposed revisions following a review of comments
received on Item "c" above; and -

“Prefatory Statement for the GAMA Test Method”™. This information was

(18-1)
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May 1998

FOR REVIEW AND COMMENT ONLY

Not for publication. This draft text is for circulation for review and comment only and
has not been published or otherwise officially promulgated. All rights reserved. This
document may be reproduced for information purposes.

Proposed revisions to

AMERICAN NATIONAL STANDARD/CSA STANDARD FOR
GAS WATER HEATERS, VOLUME |, STORAGE WATER HEATERS WITH

Note:

INPUT RATINGS OF 75,000 BTU PER HOUR OR LESS

ANSI Z21.10.1+ CSA 4.1

The following draft revisions were adopted for distribution
for review and comment by the Z21/CGA Joint
Subcommittee on Standards for Gas Water Heaters at its
August 13-14, 1997 meeting. These revisions are based on
the harmonized Standard for Gas Water Heaters, Volume 1,
Storage Water Heaters With Input Ratings of 75,000 Btu
Per Hour or Less, ANSi Z221.10.1+¢ CSA 4.1-1998, plus
revisions recommended to the Z21/83 Committee at the
August 13-14, 1997 meeting.

Additions and changes are "redlined” {underlined)
and "strike-out" is used to show deletions (e.g.,
preposed-deletion).
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a. ®1 for an appliance having a pilot gas flow rate less than 0.50 but not iess than
0.15 cubic foot per hour {less than 3.93 but not less than 1.18 cm?s): or

b.  "(P)y or W3 for an appliance having a pilot gas flow rate of 0.50 cubic foot per
hour {3.93 cm?/s) or greater.

RATIONALE: See “RATIONALE” following 1.11.1.

1.19 THERMOSTATS

Automatic storage type water heaters shall be equipped with a thermostatic control,
mounted on the tank.

Thermostats shall be accessible for servucmg or replacement and shall comply with the
applicable—eonstrustion—provisions of the Standard for Gas Appliance Thermostats,
ANSI Z21.23, or the Standard CANT-6.6, Gas Appliance Thermostats, or the Standard
Cornbination Gas Controls for Gas Appliances, ANSI Z21.78 « CGA 6.20 and if electric
switch type the safety Standard for 7Temperature Indicating and Regulating Equipment,
ANSI/UL 873 or CSA Standard C22.2 No. 24, Temperature-indicating And -Regulating
Equipment.

A thermostat shall have no setting higher than 180°F {82°C).

RATIONALE: See “RATIONALE” following 1.11.1.

1.20 AUTOMATIC VALVES

Automatic valves, when provided, shall be accessible for servicing and replacement and
shall comply with the-applieable-eenstruetion-previsions of the Standard for Automatic
Valves for Gas Appliances, ANSI Z21.21 « CGA 6.5 or Combination Gas Controls for
Gas Appliances, ANS! Z21.78 ¢« CGA 6.20.

RATIONALE: See “RATIONALE” following 1.11.1.

1.22 AUTOMATIC GAS SHUTOFF SYSTEMS

1.22.1

Each water heater shall be provided with an automatic gas shutoff system actuated by
high water temperature as an integral part of the appliance. The automatic gas shutoff
system shall be accessible for servicing or replacement and shail incorporate an
automatic gas shutoff device which complies with the—applicable—eenstrustion
provisions of the Standard for Relief Valves and Automatic Gas Shutoff Devices for Hot
Water Supply Systems, ANSI Z21.22 or CANT-4.6, Automatic Gas Shut-Off Valves
And Devices For Hot Water Supply Systems.

RATIONALE: See “RATIONALE" following 1.11.1.
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PART I
CONSTRUCTION

1.2 GENERAL CONSTRUCTION AND ASSEMBLY

1.2.5 Asbestos shall not be used in the construction of a water heater_-unless-it-is-eontained;

2 ~ - - et

RATIONALE: The proposed revisions are intended to eliminate the use of asbestos in the
construction of water heaters.

1.11 AUTOMATIC GAS IGNITION SYSTEMS

1.11.1  Automatic gas ignition systems (see Part IV, Definitions) and components shall comply
with the-applicable-eenstruetion-provisiens of the Standard for Automatic Gas Ignition
Systems and Components, ANSI Z21.20 or CANT1-6.4 or CSA c22.2, No. 199,
Combustion Safety Controls and Solid State Igniters for Gas and Oil Buming Equiprnent.

If a piezo-electric spark device is used for pilot burner ignition, it shall comply with the
American National Standard for Manually-Operated Piezo-Electric Spark Gas Ignition
Systems and Components, ANSI 221.77 *CGA 6.23.

RATIONALE: The proposed revisions are intended to eliminate repetition within the standard
and be consistent with coverage in other harmonized appliance standards.

1.16 MANUALLY OPERATED GAS VALVES

1.16.1 Gas valves shall comply with the-appheable-censtruetion-previsiens of the Standard for
Manually Operated Gas Valves for Appliances, Appliance Connector Valves and Hose
End Valves, ANSI Z21.15 ¢ CGA 9.1 or the Standard for Combination Gas Controls for
Gas Appliances, ANSI Z21.78 ¢ CGA 2.20.

RATIONALE: See “RATIONALE" foliowing 1.11.1.
1.17 GAS APPLIANCE PRESSURE REGULATORS

1.17.2 Gas appliance pressure regutators, including vent limiters when so equipped, shall
comply with the-applicable-senstruction-provisions of the Standard for Gas Appliance
Pressure Regulators, ANSI Z21.18+ CGA 6.3 or the Standard Combination Gas
Controls for Gas Appliances, ANSI Z221.78 » CGA 6.20.

When a single gas appliance pressure regulator is used to control the pressure of both
the pilot and main burner gas, it shall be of the type suitable for pilot and main burner
load application as designated by the following symbol adjacent to the regulator model
number:



Not For Publication

PART Il
PERFORMANCE

2.6 PILOTED iGNITION SYSTEMS

{Present 2.6.2 through 2,6.12 become 2.6.1 through 2.6.11, unchanged.)
RATIONALE: See “RATIONALE” following 1.11.1.
2.7 PROVED IGNITION SYSTEMS

This section is applicable to a proved igniter which provides for ignition of the main
burner gas.

(Present 2.7.2 through 2.7.8--- become 2.7.1 through 2.7.7-—, unchanged.)

RATIONALE: See “RATIONALE” following 1.11.1.

2.8 DIRECT IGNITION SYSTEMS

beused: .
{Present 2.8.2 through 2.8.7 become 2.8.1 through 2.8.6., unchanged.}

RATIONALE: See “RATIONALE” following 1.11.1.
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1.23 RELIEF VALVES
For units destined for use in Canada, also refer to Exhibit G, ltems Unique to Canada.

For units destined for use in the United States, also refer to Exhibit F, Items Unique to
the United States.

1.23.1 Relief valves shall be accessible for servicing or replacement, and shall comply with the
applieable-censtrustion-provisions of the Standard for Relief Valves and Automatic Gas
Shutoff Devices for Hot Water Supply Systems, ANSI Z21.22, or the Standard CANT-
4.4, Temperature, Pressure, Temperature And Pressure Relief Valves And Vacuum Relief *
Valves.

RATIONALE: See “RATIONALE” following 1.11.1.
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water temperature at the outlet connection shall be observed, and if this temperature
isnot 120 +5°F (49 +3°C), adjustment shall be made and the above procedure
repeated until a water temperature within the limits specified is obtained.

The temperature of the water shall then be decreased to 70 +2°F {21 +1°C), and
the thermostat dial set at the lowest marked position on the dial. The gas shall again
be ignited and the outlet temperature at which the main gas supply is reduced to a
minimum, or is shut off, observed. The outlet water temperature shall be within
+10°F { 25.5°C}, of the temperature specified by the appliance manufacturer for the
dial setting. This procedure shall be repeated with the thermostat set to the maximum
position at which it can be set by the user. At this setting, the outlet water
temperature shall be within =+ 10°F ( +5.5°C} of the temperature specified by the
appliance manufacturer for that setting.

RATIONALE:  There is no water flow specified for this test, tank water temperatures are

uniform from top to bottom thus eliminating the need for a thermocouple at the
1 inch level of the tank.

(Present 2,15 becomes 2.12, unchanged)

STORAGE HEATER TEMPERATURE LIMITS
When a separate nonadjustable thermostat in the upper part of the water heater
is provided by the manufacturer to limit the water temperature in the top part of
the tank, in addition to the thermostat used to control the operation of the
appliance, both thermostats shall be considered as a single thermostat for test
purposes under this section.

2.3612-4When water heaters are intended to deliver water at a temperature not in excess

of 180°F {71°C}, the outlet water temperature shall not rise more than 30°F
(16.5°C) above the initial water temperature, and in no case shall the outlet water
temperature exceed 190°F (88°C) when tested as specified in the following
Method of Test,

Method of Test

The temperature adjustment means on thermostats provided with adjustable
features for consumer use shall be set against the high stop, and the thermostat
shall not be recalibrated during any part of this test. Other types of thermostats
shall be tested as received.

The system shall be filled with water at 65 + 5°F {18.5 =+ 3°C). A quick-acting
valve shall be installed on the outlet connection of the storage vessel. The
minimum cross-sectional area through this valve shall be equal to or greater than
that of a '/, inch (6.4 mm) nipple. A flow restricting device shall be connected to
the outlet of this valve. The flow restricting device shall be adjusted or
constructed so as to maintain a flow rate of 3 gallons per minute {11.36 L/min.)

during test draw periods. A thermocouple shall be placed in the outlet flow
stream immediately after the flow restricting device. A-meteury-thermometer
~ - =) A,,_ 2 _-- = s --_.-,=- ho-gH n

|
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MQMMMWM @GA—Q—F—er—the—Staadaré—fer—Gembmaﬂeﬂ
Gas-Gontrolsfor-Gas-AppliancesANSIZ21-78i*icGA-6-20-

RATIONALE: See “RATIONALE" following 1.11.1.

RATIONALE: See “RATIONALE” following 1.11.1.

RATIONALE: See “RATIONALE" following 1.11.1.

2.44-11 THERMOSTATIC CONTROL

RATIONALE: See “RATIONALE" following 1.11.1.

2.4411.2 Dials of thermostats provided with temperature markings shall be accurately calibrated. |

Method of Test

A meroury-thermometer_shall be centrally focated in the graduated—ie—‘l F{0-B°Gler
e-ealibrated-thermecouple-shall-be-placed-in-the-storage vessel_at a point 6 inches
below the top of the tank so-the-water-temperature-1-inoh{26-4-mmi-from-the-eutlet
eonneetion-may-be-determined—The system shall be filled with water at 70 £ 2°F (21
4 1°C). The thermostat shall be set at the 120°F (49°C) setting, and the appliance
operated at normal inlet test pressure until the gas supply is reduced to a minimum or,
in the case of a snap-acting thermostat, until the main gas supply is shut off The
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During test, inlet water temperature shall be maintained at 65 + 5°F (18,5 =+
3°C).

The appliance shall be operated at normal inlet test pressure with the test gas for
which the highest rating is requested until the thermostat reduces the gas supply
to the burner{s} to a minimum. The water temperature at the thermostat level
shall be within the limits of 175-180°F (79.5-82°C). Water shall then be
immediately drawn at the specified draw rate until the thermostat functions, and
the maximum outlet temperature shall be recorded as the maximum initial
temperature. This operation shall be repeated until a constant outlet water
temperature is attained. When this condition has been reached the maximum
outlet water temperature shall be recorded. The outlet water temperature shall
not increase more than 20°F (11°C) above its maximum initial temperature, nor
exceed 200°F (93.5°C).

RATIONALE: In accordance with ASHRAE 41.1, the water should be thoroughly mixed

2.15.3

before its temp is measured. This will be accomplished by placing the
thermocouple immediately after the flow restricting device.

Dials of thermostats provided with temperature markings shall be accurately
calibrated.

Method of Test

A mereury thermometer_shall be centrally located in the graduatedte—EFR
{3-BEG}-or-a-ealibrated-thermecoupleshall be-placsedinthe storage vessel _at a
point 6 inches below the top of the tank se-the-watertemperatufe-t-ineh-{26-4
mr-from-the-autict-connection-may-be-determined: The system shall be filled
with water at 70 + 2EF (21£1°C}. The thermostat shall be set at the 120°F
(49°C) setting, and the appliance operated at normal inlet test pressure until the
gas supply is reduced to a minimum or, in the case of a snap-acting thermostat,
until the main gas supply is shut off. The water temperature at the outlet
connection shall be observed, and if this temperature is not 120+ 5°F (49 +
3°C), adjustment shall be made and the above procedure repeated until a water
temperature within the limits specified is obtained.

The temperature of the water shall then be decreased to 70 £ 2°F (21 + 1°C),
and the thermostat dial set at the lowest marked position on the dial. The gas
shall again be ignited and the outlet temperature at which the main gas supply is
reduced to a minimum, or is shut off, observed. The outlet water temperature
shall be within + 10°F (+ 5.5°C), of the temperature specified by the appliance
manufacturer for the dial setting. This procedure shall be repeated with the
thermostat set to the maximum position at which it can be set by the user. At
this setting, the outlet water temperature shall be within £+ 10°F {+ 5.5°C) of
the temperature specified by the appliance manufacturer for that setting.
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suitable thermocouple shall also be located in the storage vessel at the
thermostat level. A water pressure regulator shall be located between the inlet
connection to the storage vessel and the water supply line and adjusted so that,
at a steady flow rate of 3 gallons per minute {11.36 L/min.), the pressure at the
inlet connection will be 40 pounds per square inch {275.8 kPa). During the test,
inlet water temperature shall be maintained at 66 + 5°F {18.5 =+ 3°C).

The appliance shall be operated at normal inlet test pressure with the test gas for

which the highest rating is requested until the thermostat reduces the gas supply
to the burner(s) to a minimum. The water temperature at the thermostat level
shall be recorded. Water shall then be immediately drawn at the specified draw
rate until the thermostat functions, and the maximum outlet temperature shall be
recorded as the maximum initial temperature. This operation shall be repeated
until a constant outlet water temperature is attained. When this condition has
been reached, the maximum outlet water temperature shall be recorded. The
outlet water temperature shall not increase more than 30°F (16.5°C) above its
maximum initial temperature, nor exceed 190°F (88°C).

2.3512.2When water heaters are intended to deliver outlet water at a temperature in
excess of 160°F (71°C), the outlet water temperature shall not rise more than
20°F (11°C) above the initial water temperature, and in no case shall the outlet
water temperature exceed 200°F (93.5°C) when tested as specified in the
following Method of Test. (Also see 2.17.3 and 2.17.4.)

Method of Test

The appliance supplied for test shall be equipped with a thermostat calibrated
between 175 and 180°F {(79.5 and 82°C) at the thermostat level. The
temperature adjustment means on thermostats provided with adjustable features
for consumer used shall be set against the high stop, and it shall not be
recalibrated during any part of this test. Other types of thermostats shall be
tested as received.

The system shall be filled with water at 65 *+ 5°F (18.5 + 3°C). A quick-acting
valve shall be installed on the outlet connection of the storage vessel. The
minimum cross-sectional area through this valve shall be equal to or greater than
that of a '/, inch (6.4 mm) nipple. A flow restricting device shall be connected to
the outlet of this valve. The flow restricting device shall be adjusted or
constructed so as to maintain a flow rate of 3 gallons per minute {11.36 L/min.)
during test draw periods. A thermocouple shall be placed in the outlet flow
stream mmednately after the ﬂow restricting device. A—meq‘-em—y—thermemetef

suitable thermocouple shall also be located in the storage vessel at the
thermostat level. A water pressure regulator shall be located between the inlet
connection to the storage vessel and the water supply line and adjusted so that,
at a steady flow rate of 3 gallons per minute (11.36 L/min.}, the pressure at the
inlet connection will be 40 pounds per square inch {275.8 kPa).



Not For Publication

PART IV
DEFINITIONS

Safety Shutdown: The shutting off of the fuel as the result of the action of a safety control
or the detection of an internal fault of the automatic gas ignition system.

RATIONALE: Used twice but not defined. Adding definition to clarify the standard.
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Not For Publication

RATIONALE: There is no water flow specified for this test, tank water temperatures are
uniform from top to bottom thus eliminating the need for a thermocouple at
the 1 inch level of the tank.

2.46-13 TEMPERATURE LIMITING SYSTEMS

RATIONALE: See “RATIONALE" following 1.11.1.

(Present 2.16.3 through 2.16.6 become 2.13.1 through 2.13.4, unchanged.}

RATIONALE: See “RATIONALE" following 1.11.1.

RATIONALE: See “RATIONALE" following 1.11.1.

(Present 2.19 through 2.38 become 2.16 through 2.35, unchanged.)

RATIONALE: See “RATIONALE” following 1.11.1.




PART |
CONSTRUCTION

1.2 GENERAL CONSTRUCTION AND ASSEMBLY

1.2.5

{Proposed text and “Rationale” statement, unchanged.)

1.11 AUTOMATIC GAS IGNITION SYSTEMS

1.11.1

Automatic gas ignition systems (see Part [V, Definitions} and components shall
comply with the—appliecable—eenstruetion—preovisions—of the Standard for Automatic
Gas Ignition Systems and Components, ANSI Z21.20 or CAN1-6.4 or CSA C22.2,

No. 189, Combustion Safety Controls and Solid State Igniters for Gas and Oil
Burning Equipment.

If a piezo-electric spark device is used for pilot burner ignition, it shall comply with
the American National Standard for Manually-Operated Piezo-Electric Spark Gas
Ignition Systems and Components, ANSI Z21.77 *CGA 6.23.

(Proposed “Rationale” statement, unchanged.)

1.16 MANUALLY OPERATED GAS VALVES

1.16.1

Gas valves shall comply with the-applieable-eonstruction-provisions—ef the Standard
for Manually Operated Gas Valves for Appliances, Appliance Connector Valves and

Hose End Valves, ANSI Z21.15+ CGA 8.1 or the Standard for Combination Gas
Controls for Gas Appliances, ANSI Z21.78 « CGA 6.20.

{Proposed “Rationale” statement, unchanged.)

1.17 GAS APPLIANCE PRESSURE REGULATORS

1.17.2

Gas appliance pressure regulators, including vent limiters when so equipped, shall
comply with the—applicable—censtruction—provisions—ef the Standard for Gas
Appliance Pressure Regqulators, ANSI Z271.18*CGA 6.3 or the Standard
Combination Gas Controls for Gas Appfiances, ANSI Z21.78 » CGA 6.20.

When a single gas appliance pressure regulator is used to control the pressure of
both the pilot and main burner gas, it shall be of the type suitable for pilot and main
burner load application as designated by the following symbol adjacent to the
regulator model number:

a. ®_1_ for an appliance having a pilot gas flow rate less than 0.50 but not less

than 0.15 cubic foot per hour (less than 3.93 but not less than 1.18 cm?/s);
or
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APPENDIX A
to the Minutes of the July 28-29, 1988 Meeting of

Z21/(INTERIM CSA} JOINT SUBCOMMITTEE ON STANDARDS
FOR GAS WATER HEATERS

Note: The proposed revisions to the harmonized
Standard for Gas Water Heaters, Volume [,
Storage Water Heaters With Input Ratings of
75,000 Btu Per Hour or Less, distributed for
review and comment during May 1998, were
recommended to Accredited Standards
Committee 221 and the {Interim CSA)
Standards Steering Committee by the joint
subcommittee. The proposed revisions are
based on the harmonized Standard for Gas
Water Heaters, Volume |, Storage Water
Heaters With Input Ratings of 75,000 Btu Per
Hour or Less, ANS! Z21.10.1¢CSA 4.1-1998,
and proposed Z21.10.1a¢CSA 4.1a-.

Additions are "redlined" [Ehadediand pnaerined
and "strike-out" is used to show deletions {e.g.

propesed-deletion).




For units destined for use in the United States, also refer to Exhibit F, Items Unique
to the United States.

1.23.1 Relief valves shall be accessible for servicing or replacement, and shall comply with
the—applicable—eenstruction—previsions—ef the Standard for Refief Valves and
Aqtqmaﬂe—@as—&h&te#:gewees—for Hot Water Supply Systems, ANSI Z21.22e084

(Proposed “Rationale” statement, unchanged.)
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b. (P)a or W3 for an appliance having a pilot gas flow rate of 0.50 cubic foot
per hour (3.93 cm¥/s) or greater.

(Proposed “Rationale” statement, unchanged.)

1.19 THERMOSTATS

Automatic storage type water heaters shall be equipped with a thermostatic control,
mounted on the tank.

Thermostats shall be accessible for servicing or replacement and shall comply with
the—applicable—eenstruction—previsions—et the Standard for Gas Appliance
Thermostats, ANSI Z21.23, or the Standard CAN7-6.6, Gas Appliance Thermostats,
or the Standard Combination Gas Controls for Gas Appliances, ANS/
721.78 % CGA 6.20 and if electric switch type the safety Standard for Temperature
Indicating and Regulating Equipment, ANSI/UL 873 or CSA Standard C22.2 No. 24,
Temperature-Indicating And -Regulating Equipment.

A thermostat shall have no setting higher than 180°F {82°C).

{Proposed “Rationale” statement, unchanged.)

1.20 AUTOMATIC VALVES

Automatic valves, when provided, shall be accessible for servicing and replacement
and shall comply with the—applieable—eonstruetion-provisiens—ef the Standard for
Automatic Valves for Gas Appliances, ANSI 221.21 « CGA 6.5 or Combination Gas
Controls for Gas Appliances, ANSI 221.78 = CGA 6.20.

{Proposed “Rationale” statement, unchanged.)
1.22 AUTOMATIC GAS SHUTOFF SYSTEMS

1.22.1 Each water heater shall be provided with an automatic gas shutoff system actuated
by high water temperature as an integral part of the appliance. The automatic gas
shutoff system shall be accessible for servicing or replacement and shall incorporate
an automatic gas shutoff device which complies with the-applicable-construction
provisiens of the Standard for Refief-Volves-and-Automatio-Gas-Shutof-Deviees—for

Hot—-Water—Supply-Systeme—ANSI-Z21-22-er-GANI-4-6—Automatic Gas Shut-Off
Matves-And-Devices For Hot Water Supply SystemsB2 Va0 0]

(Proposed “Rationale” statement, unchanged.)
1.23 RELIEF VALVES

For units destined for use in Canada, also refer to Exhibit G, Items Unique to
Canada.




‘roposed “Rationale” statement, unchanged.)
{2.13, Automatic Valves, deleted as proposed.)
{Proposed “Rationale” statement, unchanged.)
2.44—-12 THERMOSTATIC CONTROL
{2.14.1 deleted as proposed.)
{Proposed “Rationale” statement, unchanged.)
2.34412-2 Dials of thermostats provided with temperature markings shall be accurately calibrated.

Method of Test

behdetermmed——The system shall be fllled wnth water at 70 :1:2°F (21 :|:1°C) The
thermostat shall be set at the 120°F (49°C} setting, and the appliance operated at normal
iniet test pressure until the gas supply is reduced to a minimum or, in the case of a
shap-acting thermostat nt:| the main gas supply is shut off. The water temperature at-the

#ank shall be observed, and if this temperature is not 120 +5°F (49

+ 3°C), adjustment "shall be made and the above procedure repeated until a water
temperature within the limits specified is obtained.

The temperature of the water shall then be decreased to 70 +£2°F (21 =+1°C}, and the
thermostat dial set at the lowest marked posmon onthe lal The gas shall agaln be |gn|ted

watertemperatdre shall be within * 10°F { 15 5°C), of the temperature specnfled by the
appliance manufacturer for the dial setting. This procedure shall be repeated with the
thermostatset to themaxlmum posmon at which it can be set by the user. At this setting,

, Mank eutlet—water—temperature shall be within £ 10°F {
+5. 5°Ci of the temperature specufled by the appliance manufacturer for that setting.

{Proposed “Rationale” statement, unchanged.)

BE, unchanged)

28 STORAGE HEATER TEMPERATURE LIMITS
When a separate nonadjustable thermostat in the upper part of the water heater is provided
by the manufacturer to limit the water temperature in the top part of the tank, in addition to
the thermostat used to control the operation of the appliance, both thermostats shall be
considered as a single thermostat for test purposes under this section.

338 (Proposed text unchanged.)
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PART I
PERFORMANCE

2.6 PILOTED IGNITION SYSTEMS
{2.6.1 deleted as proposed.)
{Present 2.6.2 through 2.6.12 become 2.6.1 through 2.6.11, unchanged.)

{Proposed “Rationale” statement, unchanged.)

2.7 PROVED IGNITION SYSTEMS

{Proposed introductory paragraph, unchanged.}

(2.7.1 deleted as proposed.)

(Present 2.7.2 through 2.7.8 become 2.7.1 through 2.7.7, unchanged.}

{Proposed “Rationale” statement, unchanged.}

2.8 DIRECT IGNITION SYSTEMS

Ty R R A T P T AN S SR e FHALR SR I o
2.8.1 Direct’ignitic rstems shall provids valv sequence perlod @ot ore"t

SRR e

n60 secondsf

{Present 2.8.2 through 2.8.7, unchanged.)
(Proposed “Rationale” statement, unchanged.)
{2.11, Manually Operated Gas Valves, deleted as proposed.)

{(Proposed “Rationale” statement, unchanged.)

PR ZeS ARPLEANMG S PHESSURE HEGULATONE




2.46-F% TEMPERATURE LIMITING SYSTEMS

2.16.1 {Deleted as proposed.}
{Proposed “Rationale” statement, unchanged.)

{Present 2.16.3 through 2.16.6 become Rz

(874, unchanged.)
(Proposed “Rationale” statement, unchanged.)

(2.17, Pressure Relief Valves, deleted as pro.posed.)

{Proposed “Rationale” statement, unchanged.)

(2.18, Vacuum Relief Valves, deleted as proposed.)

(Proposed “Rationale” statement, unchanged.)

(Present 2.19 become BHE. unchanged.)

(Proposed “Rationale” statement, unchanged.)
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2.43.2 When water heaters are intended to deliver outlet water at a temperature in excess of
180°F (71°C), the outlet water temperature shall not rise more than 20°F {11°C} above
the initial water temperature, and in no case shall the outlet water temperature exceed
200°F (93.5°C) when tested as specified in the following Method of Test. {Also see
2.17.3 and 2.17.4.)

Method of Test

The appliance supplied for test shall be equipped with a thermostat calibrated between
175 and 180°F (79.5 and 82°C) at the thermostat ievel. The temperature adjustment
means on thermostats provided with adjustable features for consumer used-shall be set |
against the high stop, and it shall not be recalibrated during any part of this test. Other
types of thermostats shall be tested as received,

The system shall be filled with water at 65 + B5°F {18.5 + 3°C). A quick-acting valve
shall be installed on the outlet connection of the storage vessel. The minimum cross-
sectional area through this valve shall be equa! to or greater than that of a '/, inch (6.4
mm) nipple. A flow restricting device shall be connected to the outlet of this valve. The
flow restrlctmg device shall be adjusted or constructed so as to malntaln a ﬂow rate of 3

suatable thermocouple shall also be located in the storage vessel at the thermostat level A —
water pressure regulator shall be located between the inlet connection to the storage

vessel and the water supply line and adjusted so that, at a steady flow rate of 3 gallons

per minute (11.36 L/min.), the pressure at the inlet connection will be 40 pounds per

square inch {275.8 kPa).

During test, inlet water temperature shall be maintained at 65 + 5°F {(18.5 =+ 3°C).

The appliance shall be operated at normal inlet test pressure with the test gas for which
the highest rating is requested until the thermostat reduces the gas supply to the burner(s)
to a minimum. The water temperature at the thermostat level shall be within the limits of
175-180°F (79.5-82°C). Water shall then be immediately drawn at the specified draw rate
until the thermostat functions, and the maximum outlet temperature shall be recorded as
the maximum initial temperature. This operation shall be repeated until a constant outlet
water temperature is attained. When this condition has been reached the maximum outlet
water temperature shall be recorded. The outiet water temperature shall not increase more
than 20°F (11°C) above its maximum initial temperature, nor exceed 200°F (93.5°C).

(Proposed “Rationale” statement, unchanged.)




When vent arrangement Style Il {Figure 2) will not accommodate the manufacturer's
specified clearances from the back wall of the enclosure for an appliance with a horizontal
flue outlet, vent arrangement Style LA (Figure 2) shall be used for the conduct of this test.

This test shall be conducted at the increased inlet test pressure. Water flow shall be

regulated to stabilize the outiet water temperature corresponding to the high stop setting of
the thermostat, +5°F {+ 3°C).

Test Condition A

The appliance shall be operated until equilibrium temperature conditions are attained. For a
draft hood equipped water heater, the outlet of the test vent shall be progressively restricted
until the vent gas temperature measured one foot down from the outlet reaches a maximum.
All mechanically vented and direct vent water heaters shall be installed with their maximum

listed vent iength. The appliance shall be operated until equilibrium temperature conditions
are attained.

The temperature indicated by each thermocouple shall then be read and, when compared
with room temperature, shall not be more than 117°F (65°C) for the walls and ceiling above
room temperature. The temperatures on the floor under the water heater shall not exceed
90°F (560°C) above room temperature,

Test Condition B
The appliance shall be installed in a closet as specified in 2.1.8.

If the lighting instructions call for the opening or removal of any door{s) to light a pilot, this
test shall be conducted with removable door(s) removed, any sliding door(s) or hinged
door(s) left fully open unless self closing. If the water heater has an interlock that will
prevent operation without the door(s) being in their normal position, the door{s) shall be
returned to their normal position.

For a draft hood equipped water heater, the relief opening of the draft hood shall be blocked.
The vent pipe shall be restricted to produce a CO, concentration equal to that obtained
during the conduct of 2.26.1 or 2.29.1, as applicable. A mechanically vented water heater

shall have its vent outlet restricted to the maximum point that will allow the main burner to
operate.

The appliance shall be operated until equilibrium temperature conditions are attained.

The temperature indicated by each thermocouple shall then be read and, when compared
with room temperature, shal not be more than 117°F {65°C) for the walls and ceiling
above room temperature. The temperatures on the floor under the water heater shall not
exceed 90°F (50°C) above room temperature.

(Present 2.21 through 2.38 become BN, through BIBH

(Proposed “Rationale” statement, unchanged.)
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The temperature of walls, ceiling and floor adjacent to or in contact with the water heater
shall not exceed room temperature by more than 117°F (65°C}. The temperatures on the
floor under the water heater shall not exceed 90°F (50°C) above room temperature when
measured as specified in the following methods of tests.

On an appliance marked for use only in installations where the floors are noncombustible,
the temperatures on the fioor need not comply with this provision {see 1.32.12).

Direct vent water heaters and water heaters that comply with 2.9, Heat Roll Out safety‘;
Shutoff Means, shall be tested under Test Condition A. All other water heaters shall be
tested under Test Condition A and B.

Method of Test

Wall and ceiling temperatures shall be determined by means of a potentiometer and
bead-type thermocouples. The thermocouples shall be made by contact welding No. 24 AWG
(0.20 mm } iron-constantan thermocouple wires and clipping off the free ends beyond the
junction. The junction and */g inch (9.5 mm} of the lead shall be exposed on the test surface,
the remainder of the lead extending through the wall. Thermocouples shall be secured to the
wall surface by staples over the insulated portion of the leads and held in thermal contact
with the surface by a radiation-transparent adhesive tape finished in dull black.

Thermocouples shall be placed at horizontal and vertical intervals of 6 inches {152 mm) on
the wall and ceiling surfaces. Additional thermocouples may be located at any other points
deemed necessary by the testing agency.

Floor temperatures shall be determined by means of No. 24 AWG (0.20 mm)
iron-constantan thermocouples, the junctions of which are copper discs Y}, inch (8.7 mm}
in diameter and 0.022 inch (0.559 mm) thick, to which the thermocouple wires are
silver-soldered '/; inch (3.2 mm) apart. The surface of the copper discs shall be finished with
clear varnish. The discs shall be embedded so their surfaces are flush with the surface of the
floor at intervals of not more than 3 inches (76.2 mm). A_Peadstype thermocouple shall also
be placed under the legs or base of the appliance.

RATIONALE: Ciarification of current practice.

For a direct vent appliance, the junctions shall be placed flush with the surface of the
appliance casing. For structural elements having a free surface in the stud space enclosing
the appliance or vent-air intake pipe, or an exposed wall, floor and ceiling surface, the
thermocouples shall be held in thermal contact with the wood surface by a radiation-
transparent adhesive tape finished in dull black.

The appliance shall be installed as specified in 2.1.8, when vent arrangement Style | (Figure
2} will not accommodate the manufacturer's specified ceiling clearances for an appliance
with a vertical flue outlet, vent arrangement Style IA (Figure 2} shall be used for the conduct
of this test.
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PART IV
DEFINITIONS

{Proposed definition “Safety Shutdown” and “Rationale” statement, unchanged.)
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GAMA Test Method

except as follows. When a manufacturer’s supplied terminal(s) for either the air intake, vent exhaust,
or both is designed for installation so that all combustion air is derived from the outside atmosphere,
or all flue gases discharge to the outside atmosphere, or both, then the terminal(s) shall be installed
in accordance with the manufacturer’s installation instructions and terminate on the outside of the
test chamber. The water heater shail be tested with all access doors in their normal position. If the
lighting instructions call for the opening or removal of any door (s) to light the pilot, and if the main
burner(s) will operate with those door(s) removed or opened, the tests shall be repeated with
removable door(s) removed, and sliding or hinged door(s) left in a fully open position unless self-
closing. The water heater shall be supplied with water at a temperature of 70 degrees F plus or minus
10 degrees F.

A quick acting valve shall be located outside of the test room and shall be adjusted or constructed SO
as to maintain a flow rate of 5 gallons per minute. The quick acting valve shall be arranged so that it
will open automatically when the appliance thermostat reduces the gas supply to the burner(s) to a
minimum and will close when the appliance thermostat functions.

The water heater thermostat shall be set at the 120 F mark and the water heater operated until the gas
supply to the main burner(s) is reduced to a minimum. Initiate water draw off and allow the
thermostat to function and ignite the main burner(s). Wait one (1) minute before spilling winter
blend gasoline from a full one gallon container with the opening near the floor, as shown in
FIGURE 2, in the direction of the water heater. The gasoline container shall be at a distance of 20
inches from the water heater as shown in FIGURE 1, before being tipped over. Immediately, begin
to record the hydrocarbon concentration in the room. At one (1) minute after the spill, move the
mannequin three (3) times back and forth over a three (3) foot path at a speed of 3 feet per second.
Repeat the mannequin movement after one (1) minute elapses and at one (1) minute intervals until
the end of the test . Allow the test to continue until, either a) the water heater main burner(s) and
pilot (if equipped) are inoperative, and flammable vapors no longer burn within the water heater, or
b) the hydrocarbon concentrations at all four sensors shown in Figure 4 are below 50 per cent of the
lower flammability limit (LFL) of 1.5 percent butane.

Following this test, it shall be determined that either the water heater is not capable of being
returned to normal operation or, if the water heater is capable of normal operation, there is no
damage other than that of a superficial nature to the water heater wiring and controls, and no safety
controt (function) has been rendered inoperative. If the water heater is capable of normal operation it
shall be used for the remaining tests described in this section. Components intended by the
manufacturer to be field serviceable may be replaced between tests. If the water heater is not capable
of being returned to normal operation, a new test sample shall be used for the remaining tests.

The previous test shall then be repeated using the summer blend gasoline. The test procedure is the
same as that described above for the winter blend gasoline except for the following:

a. Summer blend gasoline replaces the winter blend

b. There shall be no movement of the mannequin, and

c. The direction of the gasoline spill shall be away from the water heater with the opening near

the floor.

If the water heater is capable of being returned to normal operation at the completion of the winter
blend and summer blend tests, it shall be tested and shall comply with section 2.4 Combustion.

-
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PROPOSED REVISION TO AMERICAN NATIONAL STANDARD
FOR GAS WATER HEATER, VOLUME 1, STORAGE WATER HEATERS
WITH INPUT RATING OF 75,000 BTU PER HOUR OR LESS

2.38 (ADDED) FLAMMABLE VAPORS IGNITION RESISTANCE

The design of a water heater shall be such that it shall not ignite flammable vapors outside of
the water heater created by the spilling of both winter and summer blends of gasoline on to the
floor of the test room described in the following method of test. This provision does not apply
to water heaters for installation in recreational vehicles only.

METHOD OF TEST
These tests shall be conducted at normal inlet test pressure and input rating . The tests shall be
conducted under the following three conditions with summer blend gasoline with a Reid Vapor

Pressure of no more than 8 PSI and winter blend gasoline with a Reid Vapor Pressure not less than
I3 PSL

TEST CONDITION 1

The water heater shall be installed in a 6 ft. X 10 ft. X 8 ft. high room equipped with a suitable
access door. The walls, ceiling and door of the room shall be constructed of fire resistant materials
and the floor shall be made of metal and {eveled to prevent the gasoline from forming puddles. A
diagram of the test room is shown in FIGURE 1. The test room shall have:

a. Means to control the temperature of the floor to 70 degrees F plus or minus 10 degrees F.

b. A combustion and ventilation air opening of 1 square inch per 1,000 BTUH of input located
12 inches from the ceiling in the area of the wall shown in FIGURE 1.

¢. Means to spill a measured amount of gasoline onto a specified area of the floor, using the
one gallon gasoline can shown in FIGURE 2.

d. Provisions to provide pressure relief of the test room as shown is FIGURE 1.

e. A mannequin resembling a young boy and measuring approximately 48 inches in height.
The mannequin shall be standing with its” legs spread a distance of approximately 14 inches
with hands on hips. The depth of the mannequin shall be approximately 9 inches. The
mannequin shall be :

f. equipped with a means to move it back and forth over a 3 foot long track at a rate of 3 feet
per second.

g. Instruments to continuously measure the average floor temperature, ambient air temperature,
water heater flue gas temperature, and the hydrocarbon concentration (measured as Butane)
at the 4 points in the room, shown in FIGURE 3.

h. Means to observe the water heater under test from outside the room.

i. A suitable fire extinguishing system.

j. Means to verify the Reid vapor pressure of the gasoline prior to testing.

The water heater shall be located in the test room in the location shown in FIGURE -1. The water
heater shall be tested with the venting arrangements described in 2.25.5, as shown in FIGURE 3,

—
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shall be used for the remaining tests described in this section. Components intended by the
manufacturer to be field serviceable may be replaced between tests. If the water heater is not capable
of being returned to normal operation, a new test sample shall be used for the remaining tests.

The previous test shall then be repeated using the summer blend gasoline. The test procedure is the
same as that described above for the winter blend gasoline except for the following:

a. Summer blend gasoline replaces the winter blend

b. There shall be no movement of the mannequin, and

¢. The direction of the gasoline spill shall be away from the water heater with the opening near

the floor.

If the water heater is capable of being returned to normal operation at the completion of the winter
blend and summer blend tests, it shall be tested and shall comply with section 2.4 Combustion.
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TEST CONDITION 2

The appliance shall be installed as described under TEST CONDITION 1. The water heater the
thermostat shall be set at the 120F mark and the appliance permitted to operate until the thermostat
acts to reduce the gas supply to the main burner(s) to a minimum. The quick acting water valve
located in the outlet of the water heater shall be rendered inoperative. Winter blend gasoline shall
then be spilled on to the floor of the test room in the manner described under TEST CONDITION
1. Immediately after spilling the gasoline the quick acting water valve is returned to service and a
draw equal to 5 gallons per minute is placed on the heater. At one (1) minute after the spill, move the
mannequin three (3) times back and forth over a three (3) foot path at a speed of 3 feet per second.
Repeat the mannequin movement after one (1) minute elapses and at one (1) minute intervais until
the end of the test. Allow the test to continue until, either a) the water heater main burner(s) and pilot
(if equipped) are inoperative, and flammable vapors no longer burn within the water heater, or b) the
hydrocarbon concentrations at al! four sensors shown in Figure 4 are below 50 per cent of the lower
flammability limit (LFL) of 1.5 percent butane.. Following this test, it shall be determined that either
the water heater is not be capable of being returned to normal operation or, if the water heater is
capable of normal operation, there is no damage other than that of a superficial nature to the water
heater wiring and controls, and no safety control (function) has been rendered inoperative. If the
water heater is capable of normal operation it shall be used for the remaining tests described in this
section. Components intended by the manufacturer to be field serviceable may be replaced between
tests. If the water heater is not capable of being returned to normal operation, a new test samplie shall
be used for the remaining tests.

The previous test shall then be repeated using the summer blend gasoline. The test procedure is the
same as that described above for the winter blend gasoline except for the following:

a. Summer blend gasoline replaces the winter blend

b. There shall be no movement of the mannequin, and ‘

¢. The direction of the gasoline spill shall be away from the water heater with the opening near

the floor.

~ If the water heater is capable of being returned to normal operation at the completion of the winter
blend and summer blend tests, it shall be tested and shall comply with section 2.4 Combustion.

TEST CONDITION 3

The appliance is instalied as described under TEST CONDITION 1 and operated until the
thermostat acts to reduce the gas supply to the main burner(s) to a minimum. The Main bumner is
then prevented from operating by placing the gas control in the PILOT position or through similar
means. Winter blend gasoline shall then be spilled on to the floor of the test room in the manner
described under TEST CONDITION 1 . One (1) minute after the gasoline is spilled, move the
mannequin three (3) times back and forth over a three (3) foot path at a speed of 3 feet per second.
Repeat the mannequin movement after one (1) minute elapses and at one (1) minute intervals until
the end of the test. Allow the test to continue until, either a) the pilot (or other ignition means if so
equipped) is inoperative, and flammable vapors no longer burn within the water heater, ot b) 2 (two})
hours have elapsed since the spilling of the gasoline and no ignition of flammable vapors has
occurred. Following this test, it shall be determined that either the water heater is not be capable of
being returned to normal operation or, if the water heater is capable of normal operation, there is no
damage other than that of a superficial nature to the water heater wiring and controls, and no safety
control (function) has been rendered inoperative. If the water heater is capable of normal operation it
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mannequin shall be sianding with its’ legs spread apart a distance of
approximately 17 44 inches (432 mm) with hands on hips. The width of the

mannequin shall be approximately 20 inches {508 mm). The depth of the
mannequin shall be approximately 9 inches (2299 mm).

f.  The mannequin shall be equipped with @ means to move it back and forth over

a straight 3 foot (.91 meter] leng-traek-path at a rate-velocity of 3 feet )
meter] per second.

g. Instruments to continuously measure the_following:
Average floor temperature
Ambient air temperature
The water heater’s flue gas temperature

The bottom of flue gas baffle temperature (if applicable)
JThe inlet supply water temperature
The millivoltage output of the pilot (if applicable)-end

The hydrocarbon concentrations-measured-as-Butane} at the four (4} peints
tube sample locations in the room, shown in FIGURE 3.

h. Closed viewing means to observe the water heater under test from outside the
room.

i. A suitable fire extinguishing system.
J.  Means to verify the Reid vapor pressure of the gasoline prior to testing.
k. Means to control ambient air temperature inside the test rocom at the start of

each test to 75 + 5°F (24°C + 3°C). The ambient air temperature outside the
test room before, during and after each test shall be controlled to 75 + 5°F

{24°C_+ 3°C),

The water heater shall be located in the test room in the location shown in FIGURE
. The water heater shall be tested with the venting arrangements deseribed-in
-2—26—5—35 shown in FIGURE 3, except as follows. When a manufacturer’s supplied
terminal(s} for either the air intake, vent exhaust, or both is are designed for
installation so that all eembustien air is derived from the outside atmosphere, or all
flue gases discharge to the outside atmosphere, or both, then the terminal(s) shall
be installed in accordance with the manufacturer’s installation instructions and
terminate en-the-outside ef-the test room ehamber. The water heater shall be
tested with all access doors in their normal position. [f the lighting instructions call
for the opening or removal of any door (s) to light the pilot—and if the main
burner(s) will operate with those door(s) removed or opened, the tests shall be
repeated with removable door(s) removed, and sliding or hinged door(s) left in a
fully open position unless seif-closing, The water heater shall be supplied with

water at a temperature of-70-degrees+—plus-or-minus—10-dogrees-F-70 + 2°F (21
+ 1°C),

Hydrocarbon sample tubes shall be located in the test room on the water heater at
the following locations: (See FIGURE 3);

1. At the lowest point in front of the water heater, on the side of the jacket
ot less than two (2) inches {51 mm) from the floor g
2. On the front of the water heater at a midpoint of the floor to jacket top

eight.
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An energy cut-off device of the single use type shall not require more than one
test as described above.

RATIONALE: Editoria! revision correlate with terminology used through the
standard.

2.38 (ADDED) FLAMMABLE VAPORS IGNITION RESISTANCE

The design of a water heater shall be such that it shail not ignite flammable vapors
outside ef the water heater created by the spilling of both winter and summer blends
of gasoline onto the floor of the test room described in the following method of test.
This provision does not apply to water heaters for installation in recreational vehicles
only. The gasoline shall be tempered to 70+ 2°F (21°C + 1°C)

METHOD OF TEST

These tests shall be conducted at normal inlet test pressure and input rating. The
tests shall be conducted under the following three conditions with summer blend
gasoline with a Reid Vapor Pressure of no more than 8 psi and winter blend
gasoline with a Reid Vapor Pressure not less than 13 psi. Gasoline should follow
SAE, APl and ASTM volatility grade definitions.

Prior to the first spill only, the water heater shali be filled with water at 70 + 2°F
{21 % 1°C} and operated for 15 minutes at normal inlet test pressure. A sample of
the flue gases shall then be secured at a point immediately preceding their
discharge from the flue outlet of the water heater. The sample shall be analyzed
and the carbon monoxide shall not be in excess of 0.04%, on an air free basis.

TEST CONDITION 1 (Main Burner Operation)

The water heater shall be installed according to the manufacturer’s instructions in a
6 ft. x 10 ft. x 8 ft. (1.8 m x 3 m x 2.4 m) high room equipped with a suitable
access door. The walls, ceiling and door of the room shall be constructed of fire
resistant materials and the fioor shall be made of corrosion resistant metal and
leveled to prevent the gasoline from forming puddies. A diagram of the test room
is shown in FIGURE 1. The test room shall have: -

a. Means to control temperature of the floor to 7075 + B°F (24°C + 3°C).

I

For water heaters that reguire air for combustion, ventijation, and dilution of
flue gases from within the building:

A combustion and ventilation air opening of 3-one_{1) square inch {645 square
mm) per 1,000 BTUH of input located 12 inches {305 mm) from the ceiling in
the area of the wall shown in FIGURE 1.

c. Means to spill gasoline onto_the ficor {without splashing on the water heater) &
Reastreaafmedhto 5:‘:":';;';‘:‘::::; RS ,USingtheone
{1} gallon (3.785 liter) gasoline ean—container shown in FIGURE 2.

d. Provisions to provide pressure relief of the test room as shown is-in FIGURE 1.

e. A three-dimensional mannequin, hown in Figure rosembling-a-ypung-bey
end measuring approximately 46 48 inches {1168 mm) in height. The
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PART Il
PERFORMANCE

2.2 TEST GASES

" "

{Present “a” through “g” unchanged.)

h.

When use with more than one gas is desired, the tests specified in 2.9
through 2.22 and 2.24, 2.25, 2.29, 2.36, 2.37 and 2.38 need be conducted
with only one test gas provided there are no changes in the appliance or
input rating which, in the opinion of the testing agency, would affect the
results of these tests.

2.16 TEMPERATURE LIMITING SYSTEMS

2.16.4

An automatic gas shutoff system shall operate to shut off the gas to all burners,
inciuding the pilot burner(s}, before the stored water temperature in the top 6
inches {152 mm) of the tank exceeds 210°F (99°C} when tested as specified in
the following Method of Test.

Method of Test

When a separate nonadjustable thermostat in the upper part of the appliance is
provided by the manufacturer to limit the water temperature in the top part of the
tank in addition to the thermostat used to control the operation of the appliance,
both thermostats shall be considered as a single thermostat for test purposes.

The appliance shall be set up for test as specified in 2.15.1 or 2.15.2, as
applicable. In addition, a suitable thermocouple shall be centrally iocated in the
storage vessel at a point 6 inches (152 mm) below the top of the tank and
another thermocouple placed in the storage vessel so the water temperature
within 1 inch {25.4 mm) of the temperature sensitive element of the automatic
gas shutoff system can be determined.

The appliance shall be operated as specified in 2.15.1 or 2.15.2, as applicable.
When a condition of constant outlet water temperature has been attained, the
closing action of the thermostat{s} shall be nullified by blocking in the full open
position or by other suitable means. The appliance shall be continued in operation
until the automatic gas shutoff system functions or until the water temperature
as indicated by the thermocouple 6 inches {152 mm) below the top of the tank
exceeds 210°F (89°C), whichever occurs first. The temperature indicated by the
thermocouple located adjacent to the temperature sensitive element of the
automatic gas shutoff system shall also be recorded.

if the system is of the manual reset type, the water temperature indicated by the
thermocouple adjacent to the temperature sensitive element of the system shall
be adjusted to 120°F (49°C). The automatic gas shutoff system shall then be
manually resettable to permit gas flow to the appliance.

This test shall be performed to obtain three determinations of cut-off temperature
and reset temperature. This test shall be repeated at a flow rate of 25 percent of
the rated-reeovery-eapacity recovery rating of the water heater to obtain three
determinations of the cut-off and reset temperature under these conditions.
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Excerpts from
APPENDIX A

to the Minutes of the January 19-20, 1999 Meeting of

Z21/(INTERIM CSA) JOINT SUBCOMMITTEE ON STANDARDS
FOR GAS WATER HEATERS

Note: The proposed revisions to the harmonized Standard for
Gas Water Heaters, Volume |, Storage Water Heaters
With Input Ratings of 75,000 Btu Per Hour or Less,
distributed for review and comment during August
1998, were recommended to Accredited Standards
Committee Z21/83 and the {Interim CSA) Standards
Steering Committee by the joint subcommittee. The
proposed revisions are based on the harmonized
Standard for Gas Water Heaters, Volume |, Storage
Water Heaters With Input Ratings of 75,000 Btu Per
Hour or Less, ANSI Z21.10.1¢CSA 4.1-1998, plus
proposed revisions recommended to the Z21/83 and the
{interim CSA) Standards Steering Committee at the joint
subcommittees July 28-29, 1998 meeting.




intended by the manufacturer to be field serviceable may be replaced between
tests. If the water heater is not capable of being returned to normal operation, a
new test-sample-shall_water heater may be used for the remaining tests.

Following each of the above tests, if the water heater is capable of normal
operation, then the water heater shall be filled with water at 70 £ 2°F (21 £ 1°C).
The water heater shall then be operated for 15 minutes at which time a sample of
the flue gases shall be secured at a point immediately preceding their discharge
from the flue outiet of the water heater. The sample shall then be analyzed and the
carbon monoxide shall not be in excess of 0.04 percent. on an air free basis_and
the spread in CO, content in the flue gas sample measured before and after each
test condition does not exceed 0.4 percent.

The previous test shall then be repeated using the summer blend gasoline. The test
procedure is the same as that described above for the winter blend gasoline except
for the following:

a. Summer blend gasoline replaces winter blend

b. There is shat-be-no movement of the mannequin, and

c. The-directien-ef-the- gasoline-spilt container shall be tipped away from the
water heater with the epening-rearthe-Heoerspout pointed in the direction of
the tip. ‘

TEST CONDITION 2_{Main Burner Cycling)
(This test condition does not apply to water heaters equipped with a continuous

ignition source.)

The applianee water heater shall be installed as described under TEST CONDITION
1. The waterheaterthe thermostat shall be set at the 320F 120°F {49°C) mark
and the appliarce water heater permitted to operate until the thermostat acts to
reduce the gas supply to the main burner{s) to a minimum. The-guicl—aeting-water

..... = v A eras OO S = fi X
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Set a one (1) gallon (3.785 liter] gasoline
container, full of winter blend gasoline, 20 inches {51 mm) from the water heater,
The spout of the container should be toward the water heater in the direction of
the tip. {See FIGURE 1). Begin recording the flue gas temperatures, bottom of flue
baffle temperatures (if applicable], the millivoltage output of the pilot {if & licable
and hvdrocarbon concentrations at the four (4) sample tube locations. Tip the
gasoline container toward the water heater. (See FIGURE 2). Water shall

then be drawn off at the specified flow rate. A+ One (1) minute after the spill,
move the mannequin three (3) times back and forth over a straight three (3) foot
(.91 meter) path at a speed—velocity of three (3) feet (.91 meter) per second.
Repeat the mannequin movement after one (1) minute elapses and at one {1)
minute intervals until the end of the test. If the water heater cycles off on the
thermostat, repeat the water draw cycle procedure, Allow the test to continue
until, either a) the water heater’s main-burner(s) and-piet-{if-equipped})- are
ineperative; extinguished and A-withi
heater-or-there is no evidence of flame presence, b) the hydrocarbon
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3. On the rear of the water heater at a midpoint of the fioor to jacket top

height,
4. On the top of the water heater’s jacket.

If a manufacturer’s supplied terminal for either the combustion air infet and/or
exhaust is designed for installation so that all combustion air is derived directly
from the outside atmosphere and/or all flue gases discharge to the outside
atmosphere, then the terminal shall be isolated from vapor concentrations,

A quick acting water valve shall be installed on the outlet water line located outside
ef-the test room. ernd-_A flow restricting device shall be connected to the outlet of
this valve. The flow restricting device shall be adjusted or constructed se-as to
maintain a flow rate of 8 3 + .25 gallons (11.38 + .95 liters} per minute during

water draw periods.

The water heater_shall be filled with water at 70+ 2°F {21+ 1°C) and the
thermostat shali-be-set-at-to the 120°F_{49°C) mark, The water heater shall be
operated until the gas supply to the main burner{s) is reduced to a minimum.
Initiate-water-draw-eff-and-atlew-the-thermestat-to-funetien-Water shall then be
drawn off at the specified flow rate until the thermostat functions and ignite the

Set a one (1) gallon {3.7865 liter) gasoline container, full of winter blend aasoline,
20 inches (51 mm) from the water heater. The spout of the container should be
toward the water heater in the direction of the tip. {See FIGURE 1), iramediately
Begin -te-recording the_flue gas temperatures, bottom of flue baffle temperatures {if
applicablel, the millivoltage output of the pilot (if applicable) and hydrocarbon
concentrations in-theroom at the four {4) sample tube locations. After the
burners{s) have been in operation for at least one (1) minute, tip the gasoline
container toward the water heater. (See FIGURE 2). At One (1} minute after the
spill, move the mannequin three {3) times back and forth over a straight three (3)
foot {.91 meter) path at a speed velocity of three (3) feet {.91 meter) per second.
Repeat the mannequin movement after one (1} minute elapses and at one {1}
minute intervals until the end of test. If the water heater cycles off on the
thermostat, repeat the water draw cycle procedure. Aliow the test to continue
until, either a) the water heater’s main burner(s) and-pitet{if-cquipped}are

extinguished and there is no evidence of flame presence, er-b) the hydrocarbon
concentrations at all four_{4) eensers-sample tube locations shown in Figure-4-3 are
below 50 percent of the 1.8 percent lower flammability limit (LFL) of 1-6-perecnt
Butane, c) the water heater has operated in & flammable vapor rich environment for
a substantial period of time and in the judgment of the testing agency the water

heater will not ignite flammable vapors if allowed to continue to operate, or d)
ignition of flammable vapors has occurred outside the water heater,

Following this test, it shall be determined that either the water heater is not
capable of being returned to normal operation or, if the water heater is capable of
normal operation, there is no damage other than that of a superficial nature to the
water heater wiring and controls, and no safety control {function} has been
rendered inoperative. If the water heater is capable of normal operation, it may
shealt be used for the remaining tests described in this section. Components
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recording the flue gas temperatures, bottom of flye baffle temperatures (if
applicable). the millivoltage output of the pilot (if applicable) and hydrocarbon
concentrations at the four (4) sample tube locations. Tip the gasoline container
toward the water heater. (See FIGURE 2). One {1) minute after the gasoline is
spilled, move the mannequin three (3} times back and forth over a straight three (3}
foot (.91 meter) path at a_speed-velocity of three {3) feet_{.91 meter) per second.
Repeat the mannequin movement after one (1) minute elapses and at one (1)
minute intervals until the end of the test. Allow the test to continue until, either a)
the water heater’s burner{s} are extinguished and there is no evidence of flame
Tesonce. the-pHottorsthorignitionmeans H-se-eaquippedHis ineperati

the hydrocarbon concentrations at
all four (4) sample tube locations shown in Figure 3 are below 50 percent of the

1.8 percent lower flammability limit {LFL) of Butane, c) the water heater has been
in the flammable vapor rich environment for a substantial period of time and in the
~ judgment of the testing agency the water heater will not ignite flammable vapors if
the test were to continue or d) ignition of flammable vapors has occurred_outside
the water heater-

Following this test, it shall be determined that either the water heater is not-be
capable of being returned to normal operation or, if the water heater is capabie of
normal operation, there is no damage other than that of a superficial nature to the
water heater wiring and controls, and no safety control {function) has been
rendered inoperative. If the water heater is capable of normal operation, it may
shalt be used for the remaining tests described in this section. Components
intended by the manufacturer to be field serviceable may be replaced between
tests. If the water heater is not capable of being returned to normal operation, a
new test-sample-shall water heater may be used for the remaining tests.

Following each of the above tests, if the water heater is capable of normal
operation, then the water heater shall be filled with water at 70 + 2°F {21 + 1°C].
The water heater shall then be operated for 15 minutes at which time a_sample of
the flue gases shall be secured at a point immediately preceding their discharge
from the flue outlet of the water heater. The sample shall then be analyzed and the
carbon monoxide shall not be in excess of 0.04 percent, on an air_free basis_and
the spread in CO, content in the flue gas sample measured before and after each
test condition does not exceed 0.4 percent.

The previous test shall then be repeated using the summer blend gasoline. The test
procedure is the same as that described above for the winter blend gasoline except
for the following:

a. Summer blend gasoline replaces the winter blend

b. There shall be no movement of the mannequin, and

¢. The direstion ef-the gasoline container epilt shall be away from the water

pout pointed in the direction of

. p ALl

heater with the
the tip.




concentrations at all four sensers{4) sample tube locations shown in Figure 43 are
below 50 percent of the 1.8 percent lower flammability limit (LFL) of +-B-pereent
Butane, ¢) the water heater has operated in a flammable vapor rich environment for
a substantial period of time and in the judgment of the testing agency the water
heater will not ignite flammable vapors if allowed to continue to operate, or d)
ignition of flammable vapors has occurred outside the water heater.

Following this test, it shall be determined that either_the water heater is not be
capable of being returned to normal operation or, if the water heater is capable of
normal operation, there is no damage other than that of a superficial nature to the
water heater wiring and controls, and no safety contro! {function) has been
rendered inoperative. If the water heater is capable of normal operation it shall may
be used for the remaining tests described in this section. Components intended by
the manufacturer to be field serviceable may be replaced between tests. If the
water heater is not capable of being returned to normal operation, a new test
sample-shall water heater may be used for the remaining tests.

Following each of the above tests, if the water heater is capable of normal
operation, then the water heater shall be filled with water at 70 &+ 2°F (21 + 1°C).
The water heater shall then be operated for 15 minutes at which time a sample of
the flue gases shall be secured at a point immediately preceding their discharge
from the flue outlet of the water heater. The sample shall then be analyzed and the
carbon monoxide shall not be in excess of 0.04 percent, on an air_free basis and
the spread in CO, content in the flue gas sample measured before and after each
test condition does not exceed 0.4 percent.

The previous test shall then be repeated using the summer biend gasoline. The test
procedure is the same as that described above for the winter blend gasoline except
for the following:

a. Summer blend gasoline replaces the winter blend

b. There shall be no movement of the mannequin, and

c. The direetion-of-the gasoline container spil shall be tipped away from the

water heater with the spout pointed in the direction of the tip. epeRing-Freaf

TEST CONDITION 3 (Standby)
{This test condition only applies to water heaters equipped with a continuous

ignition source.)
The apphaa-ea water heater is unstalled as descrlbed under TEST CONDITION 1-and

a—m&nimum The thermostat shall be set at the 120°F !49°Q1 mark and the water
heater permitted to operate untit the thermostat acts to reduce the gas supply to
the ma|n burner(s[ to a minimum, The main burnerls) shall not ogerate dgrlng this

ento Set a one (1 ailon 3 785 I| er asolme con amer full f win b nd
gasoline, 20 inches (51 mm) from the water heater. The sgout gf the contglgg
should be toward the fHes : n-the-manner-deseribed-unde

CONDIHON-I—-water heater in the dlrectnon gf the tip. ISee FIGURE 11 Begin
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Prefatory Statement for the GAMA Test Method

2.1  Typical Scenarios Identified

As a result of analyzing the incidents in a population of 53 million water heaters using the data

bases shown above, there appear to be 7 typical scenarios where flammable vapors incidents with
water heaters occur:

1 bathroom scenario,

2 utility room scenarios,

3 garage and basement scenarios and
1 garage scenario.

These scenarios occur in rooms ranging in size from small bathrooms up to larger rooms such as
a garage. The casualty rate in small bathrooms was more than twice the average for all other gas-
fired water heater flammable vapor ignition incidents.

The utility room scenarios are the second smallest room in which incidents were reported. The 2
utility room scenarios were characterized by:

A10ftx 10 ft x 8 ft room,

1 gallon of gasoline for Scenario 1, spill outside room,
1-5 gallons of gasoline for Scenario 2, spill inside room,
Movement was involved in Scenario 2 and

Gas-fired water heater located in corner

In the detailed description of one actual Scenario 1 incident, a person using gasoline to remove
stains from trousers performed the cleaning operation outdoors near an open door to the utility
room. The day was windy and the person thought that would disperse the vapors. As the person
lifted the trousers from the soak pot, a flame from the gas-fired water heater located behind a
closed door ignited the gasoline flammable vapors. This incident highlights how air motion can
amplify the danger from the flammable vapors.

Three garage and basement scenarios were characterized by:

A20ftx 10 ft x 8 ft room,

1 quart - 5 gallons of gasoline,

Activity or movement in the direct vicinity of the gas-fired water heater and
Water heater located in corner.

One additional garage scenario was characterized by the following:

A20ftx 10 ft x 8 ft room,

Slow leakage of gasoline from a fuel tank,
No activity or movement and

Water heater in corner.



Prefatory Statement for the GAMA Test Method

NOTE: The following material was submitted by theAGAResearch, A
Division of Energy International, and adopted by the
Z21/(Interim CSA) joint water heater subcommittee for
distribution for review and comment at its July 28, 1998 meeting.
The information expressed in this Attachment does not reflect
any opinion of International Approval Services or the American
Gas Association.

1. Objective

The objective of this report is to present the background, development and rationale for a test
using gasoline to determine the resistance of gas-fired water heaters to ignite flammable vapors
which are outside the appliance. This has been done by reviewing studies sponsored by the Gas
Appliance Manufacturers Association (GAMA) and Gas Research Institute (GRI) that were
aimed at identifying issues related to flammable vapors incidents. The report also compares and
contrasts two test methods that are both currently being considered.

2. Background

The proposed gasoline-based tests to determine the resistance of a water heater to ignite
flammable vapors both grew out of two related projects which were funded by the GRI and
GAMA. The original test room at AGAResearch (AGAR) was built to support Task 2 of a
GAMA project’ conducted by A. D. Little (ADL). It was later used in support of a GRI project
that was intended to develop a test method that uses butane as a surrogate for a flammable liquid
spill>. The gasoline test method and test room has been improved continuously since then under
funding from the Water Heater Consortium (WHC). The development of these test methods is a
model of cooperative funding between GRI and the water heater industry.

The Gas Appliance Manufacturers Association (GAMA) began this overall research effort due to
documented field problems involving property damage and injury to consumers. GAMA
members then undertook a proactive program to improve consumer’s awareness of the hazards
associated with the misuse of gasoline with the consent of the US Consumer Products Safety
Commission (CPSC). CPSC continues to monitor the development of a test to verify the
resistance of water heaters to ignite flammable vapors outside the appliance, as well as the
development of new water heater conceptual designs that are expected to pass it.

The first organized review of flammable vapors incidents involving gas-fired water heaters was
sponsored by GAMA and conducted by ADL?. The overall goal of this effort was to develop a
comprehensive document detailing the extent of the hazard and the effectiveness of mitigating
measures. In performing this task, the following data resources were reviewed:

142 detailed incident reports from several sources ( CPSC, NFPA & NEISS),
National and state fire incident databases,

26 interviews with persons knowledgeable about incidents and

Published reports on the subject.

e & & &




Prefatory Statement for the GAMA Test Method

flammable vapors’. One measure of the volatility is the Reid Vapor Pressure (RVP). A higher
value for the RVP indicates that evaporation will occur faster. The composition of gasoline

varies by brand, time and location but there are two generic gasolines that represent the extremes
of volatility:

e “Summer blend” gasoline with a Reid Vapor Pressure of about 9 psi and
e “Winter blend” gasoline with a Reid Vapor Pressure of about 12-15 psi.

The winter blend gasoline is essentially, surnmer blend gas that has had butane added to it
to increase the volatility. This presents practical problems for developing a test method using a
consistent blend of gasoline. It is well understood that the volatility of the winter blend makes it
very difficult to store while preserving it’s RVP! since the butane is likely to be lost over time.

3.2  Large and Small Room Tests

Under the auspices of GAMA, 37 gasoline spill tests were conducted in the gasoline test facility,
in the presence of operating gas-fired water heaters:

e 2ltestsina 10’ x 20’ x 8 room,
e 10testsina 6’ x 10’ x 8° room and
e Gtestsinan 8’ x 8’ x 8 room.

Results of these tests are presented in the GAMA Task 2 Report.

3.3 Conclusions

Task 2 of the GAMA study helped to understand the relative importé.nce of the following factors
that influence the potential ignition of flammable vapors by gas-fired water heaters:

Spill surface,

Floor and room temperature,

Room size,

Flammable vapor liquid composition and
Ventilation rate.

The room experiments resulted in several conclusions including:

» A gasoline spill near a gas-fired water heater is likely to result in an ignition of the
flammable vapors;

o Installation of a water heater on an 18” stand may delay but cannot guarantee
elimination of the ignition of flammable vapors and

* The reader is reminded that liquid gasoline does not burn. It must be in the form of a gas to mix with oxygen and
be flammable.

t Recently, a gasoline refinery was located that will provide consistent gasoline blends on a custom basis throughout
the year,

-



Prefatory Statement for the GAMA Test Method

The incidents in the garage and basement scenarios typically involve use of gasoline as cleaner,
accidental spills and leaking storage containers.

2.2 Conclusions

The GAMA Task 1 work identified the following factors as important in incidents involving
ignition of flammable vapors by gas-fired water heaters:

e Gasoline is the major cause of incidents;
e Room size and spill size affect the time to ignition and severity; and
¢ Motion in the room has a strong effect on the mixing of the vapors with the air.

It can be further concluded that the incidents occur in circumstances that include a wide range of
unpredictable external variables that come together at the same time. To compound the problem,
water heaters will operate on different cycles depending on their design and the owner’s usage
patterns. So, the water heater’s propensity to draw in and ignite vapors varies in time in an
unpredictable way as well. Overall, the final flammable vapor test method for gas-fired water
heaters will need to be capable of incorporating as many of these factors as possible.

3. Initial Gasoline Test Room Studies

3.1  Gasoline and Lower Flammability Limit (LFL)

For a vapor mixture to be flammable it must reach a composition (mixture of fuel and oxygen)
that can ignite and sustain combustion. This range of flammable composition of vapors and air is
bounded by a lower and upper concentration of the vapor in air. The Lower Flammability Limit
(LFL) is the lowest concentration of vapor that will support a flame. Below this level the
mixture is too lean. The Higher Flammability Limit (HFL) is the maximum concentration of
vapor that can support a flame, above which level the mixture is too rich.

Gasoline is a mixture of hydrocarbon and other compounds. The component with the highest
vapor pressure is butane. Therefore, it is likely that the initial vapor cloud over 2 gasoline spill
will be rich in butane. The LFL of butane is about 1.8% and the HFL about 8.4%. From a
description of incidents, it seems that the LFL is the point at which most incidents occur. This is
the level that is first achieved following a spill. However, it is also possible that ignition could
be avoided somehow immediately after the spill. In this case, the concentration could possibly
rise above the HFL. Should this occur, there is also a possibility of ignition as the concentration
drops and becomes flammable again. It is also conceivable that the vapor concentration could
remain within the flammable region for some petiod of time. In this case, ignition could occur at
any time, until the concentration leaves the flammable region.

The time it takes to reach LFL after a spill is partially determined by the gasoline’s
volatility. Other factors include the size of the spill and room, temperature, air change rate and
room air motion. Volatility refers to how quickly the liquid will evaporate, creating the
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exterior structure. This duct acts to isolate the water heater vent from variable outdoor
conditions such as temperature, rain, or wind and

e Mannequin is attached to a pneumatic cylinder with a three foot stroke length. Cylinder
movement is manually controlled from the control room.

The following data is taken during a test:

¢ Temperature:

1. Test chamber ambient,
2. Water heater flue before the draft hood, ,
3. Water within the heater at a level equal to the location of the T-P Valve
4. Test chamber floor,
5. Ambient at the combustion air inlet to the test room.

e Pressure:

1. Differential between the test room and the exterior structure,
2. Differential between the water heater vent and the exterior structure.

e Hydrocarbon Concentration (measured as butane) Sample Points:
1. At the combustion air opening,
2. At half the height of the water heater on the front,
3. At half the height of the water heater on the back,
4. On the top of the water heater near the draft hood.

¢ Miscellaneous:
1. Relative humidity in the exterior structure at the combustion air inlet to the
test room,
2. Pilot millivoltage
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e Rags soaked in gasoline can present ignition sources in small rooms.
In addition there were several general observations that provide an insight to these expeniments.

e Air motion is an important accelerator of ignition. Without forced convection in the
room, the vapors will diffuse slowly away from the spill and be diluted by the room’s
ventilation. Therefore, without an induced air movement, a false sense of security can
result.

e While elevation of the water heater may delay ignition of the vapors, the ignition may
release more force than for floor mounted water heaters. This is due to the larger volume
of flammable vapors which are then present at the time of ignition.

e Room size, spill size and the ventilation rate have an important combined effect on the
vapor profile over time

¢ Room temperature is not as important as room size, motion and size of the spill.

4. Gasoline Test Room Construction

4.1  History

The current flammable vapor test room at AGAR evolved over several years. The room was
originally constructed to support the GAMA Task 2 work of ADL as described above. The
structure had two rooms that could be used to perform tests in different volumes. The structure
was wood frame with drywall construction and was housed under a plastic film structure. The
larger part of the facility was abandoned and sealed off as the smaller room was settled on as the
preferred test condition. :

During the summer of 1997, construction began on a new, improved and automated structure
reflecting the experience gained in the old room. This new room is sheltered under an improved
plastic film structure and has proven to be much more reliable.

42  Description of Room
Figure 2 shows the floor plan for the test room. The room is:

Constructed with metal studs covered with sheet metal,

Foundation is a concrete pad embedded with hydronic heating coils,

Floor is a single piece stainless steel,

Pressure relief opening is covered with plastic or foil with perforations to minimize
pressure buildup within the chamber,

e Water heater is vented through the back wall. The vent pipe is terminated within the
outer plastic structure underneath an 8 inch diameter duct connected to the outside of the
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particular, very different vapor profiles have been observed as different gas water heaters react to
the spill. Unfortunately, the test can damage the water heater being tested.

Tests of WHC prototypes in the new room, as it was being developed, show that the facility has
been improved. Similar water heaters produce similar results. The tests are also instructive in
showing how much the water heater’s size or operation can change the resulting vapor profile.
The following discussion highlights results obtained in the new room from December 1997
through January 1998. In the interest of protecting the confidentiality of the manufacturers, the
specific design differences in each test will not be discussed. But, they are all different and the
reader should not expect the results to be exactly the same.

Figure 3 shows the vapor profile results for one test of Prototype 34. The test presented is for
summer blend gasoline, without movement. The burner was on at the start of the test.

Prototype #34 - Hydrocarbon

Concentration
Test #1 - Summer Blend, Main Burner On o#1 m#2 A¥#3 w4

Measurement Point

i =~
10 | f \\\

HC (% as Butane
o3

0 20 40 - ﬁgle (mih) 80 100 120

Figure 3

In Figure 3, the four traces are hydrocarbon concentrations at different elevations in the room.
The hydrocarbon concentrations are measured as a butane equivalent. The sampling system used

-~
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Figure 2 — Diagram of the Current Gasoline Test Room

{Housed Within Exterior Structure (Not Shown) To
Control Surrounding Ambient Conditions]

4.3  Test Results
The new test facility provides a stable platform for performing a variety of tests with gasoline.
The results obtained thus far are dependent on the specific water heater - as it should be. In
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Figures 5 and 6 present continued tests of the same water heater. In this case, the two tests use
winter blend gasoline, with room air motion caused by the flat mannequin.” Both tests illustrate
the different vapor profile caused by room air motion. In these tests, the vapor concentration
rises quickly near floor level, represented by point 1. Note that the difference between the
concentration near the floor and higher in the room diminishes more quickly compared to a test
with no room air motion.

In these two tests, the vapor profiles are qualitatively quite similar. The difference in the
absolute concentration is probably the result of the way the gasoline splashes at the start of the
test. Despite the differences, the gasoline vapor at the level where the vapors can enter the heater
was in the flammable range and the water heater passed the test both times. '

It is certainly possible to design a standard way of spilling the gasoline. However, it is believed
that spilling the gasoline by tipping over the container increases the realism of the test because of

Prototype 34 Measurement Point
Winter Blend Test #1 oHl m#2 a#3 x#a
12 §
10 |
y 8
=
[
S
(1]
g o N\
2 6
O
I
4
2 ool
0 10 20 30 40 50 60 70 B0
Time (min)

* Early winter blend gasoline tests used a flat wooden silhouette shaped mannequin, which has ‘since been replaced
by a department store mannequin.

b

10
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read each measurement point once every 3 to 5 minutes’. The long sampling runs, in use at the
time of these tests, also introduce a lag time between what is happening in the test room and
when the measurement is recorded. The most important measurement point is #1, which is 3
inches above the floor and is closest to where the vapors are being pulled into the heater.
Measurement points 2 to 4 are progressively higher in the room, as described in Section 4.2.
Note that, a large difference in concentration exists for an extended period between point 1 and
the rest of the room. This is characteristic of a test with no movement. The floor concentration |
rises immediately and then gradually decreases as the heater consumes the vapors.

Figure 4 presents the same data from a repeated test of the same heater. Comparing Figures 3
and 4, we see a good correspondence between the vapor profiles. And, in the end, the water
heater passed the test both times.

Prototype 34 - Hydrocarbon

Concentration
Test #2 - Summer Blend, Main Burner On ol m#H2 L#3 m#4

Measurement Point

16

iFASS
10 L, \\

HC (% as Butane)
[ 2]
.

0 20 40. .ﬁ% e (min) 80 100

Figure 4

120

! New hydrocarbon analyzers which allow simultaneous measurements have now been installed and were used in
test runs presented in Figures 7 and 8. - :
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eventually ceased. However, in this case, the pilot did not drop out and the heater’s main burner
continued to cycle. This test was terminated after two hours with no ignition of the vapors in the
room.

The tests in Figures 7 and 8 illustrate another important point. There are several different
possible test outcomes which are all “passing.” These possibilities include:

o All combustion in the heater is extinguished soon after the spill because the flammable
vapors are above the higher flammable limit;

¢ Combustion of flammable vapors occurs in the heater for a period and then extinguishes itself
and the normal burners; and ' '

¢ Combustion of flammable vapors occurs in the heater until the source of the vapors is
depleted.

In each case, there is no ignition in the room. So, from a safety aspect, the outcomes are
equivalent.

Prototype 59b
Summer Blend w/ Main Burmer ON
12

10 /M“\

Nl N

L NN

Hydrocarbon (% as Butane)

e Tt
‘zﬁ ~"4
0 {
0 20 40 60 80 100 120
Time (min)
Figure 7
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the splashing it creates.

Figure 5
Prototype 34 Measurement Point
Winter Blend Test #3 ol m#2 a#3 xi#d

12 1

10- \\
6 |

V //_M\*—x\k"\xw N

4

HC (% as Butane)

f
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Time (min}

Figure 6

Recent tests also show that the vapor profiles can be changed by relatively minor heater design
changes. Figures 7 and 8 present the results of two Summer blend tests. The same heater was
used in each test, except they had slightly different burners that were being evaluated. In Figure
7, instrumentation indicated that gasoline vapors were burning in the combustion chamber.
However, eventually all combustion was extinguished and the pilot dropped out. At this point,
no subsequent ignition was possible and the test was terminated. In Figure 8, the test began
much like the previous test. Gasoline vapor combustion occurred in the water heater but

-
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Prototype 59¢c
Summer Blend w/ Main Burner ON
12

T
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Figure 8

5. Conclusions

The gasoline test room, with a real gasoline spill, is more useful for the practical testing of water
heaters in a way that includes the many design specific parameters of the appliances and, is most
appropriate for testing water heaters in the latter stages of development and for certification
purposes.
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10.

11.

12.
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14.

15.

16.

17.

18.

19.

20.

21.
22.

Specify that joint compounds are to be listed by a national recognized testing agency
(1.4.3);

Provide appropriate references to acceptable standards for piping (1.4.5);

Prohibit the use of adjustable air shutters since they are no longer used in the indusﬁy
(1.5.4,2.3.3);

Require a safety shut-off device on all camp heaters since they are considered unattended
appliances (1.7.1 and 1.7.2);

Provide for the use of disposable fuel cylinders when the heater is equipped with a
manually operated burner gas valve (1.8.1);

Clarify requirements for testing components of heaters (1.8.7, through 1.8.12,1.9.3
through 1.9.8 and Part IV, Definitions);

Add coverage for Flow Limiting Devices (1.11);

Update instruction manual and marking coverages consistent with technology and other
standards (1.13 and 1.14);

Revise the combustion test to specify (a) a maximum CO level of 100 ppm and (b) a
minimum oxygen level of 16 percent by volume, in an enclosed room with air exchange
rates of 0.5, 1.0 and 1.5 per hour, following CPSC staff recommendations (2.4);

Coverage for unburned fuel and hydrocarbon emissions (2.5) is deleted from the Canadian

standard in light of the revised combustion test;

Specify a tip test based on an examination of coverage contained in various North
American and other standards (2.8);

Revise the evaluation criteria for the wind test from determining that burners do not
extinguish to determining proper burner operation (2.9);

Replace the “Draping Test” (in the Canadian standard) with an “Evaluation of Clothing
Ignition Potential Test” from the Z21.11.2 unvented heater standard, (2.12, Figure 2);

Update marking material adhesion and legibility testing to be consistent with other Z21/83
and CSA standards (2.13);

Add a pull test for “detached” markings attached to gas carrying components (1.14.2-c and
2.14);

Add Exhibit A, Items Unique to Canada, to address country specific issues; and
Add Part III, Manufacturing and Production Tests.

(21-1)
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" ITEM 21.
Z21/83 Committee Meeting

April 15, 1999

PROPOSED HARMONIZED AMERICAN NATIONAL STANDARD/
CSA STANDARD FOR PORTABLE TYPE GAS CAMP HEATERS, 221.63-CSA 11.3

Action Requested

Approval of proposed harmonized American National Standard/ CSA Standard for Portable
Type Gas Camp Heaters, Z21.63*CSA 11.3, and accompanying rationale statements. If
approved by the Committee and ANSI, this will be issued as the first edition of Z21.63°CSA
11.3-.

Proposed Revisions
Attached are copies of the following documents:

a. Proposed harmonized American National Standard/ CSA Standard for Portable Type Gas
Camp Heaters, Z21.63*CSA 11.3, Draft #2; and

b. Appendix G to the minutes of the November 4-5, 1998 meeting of the (Interim CSA)/Z21
Joint Subcommittee on Gas Refrigerators and Portable Camping Equipment.

Summary
Draft #2 of the proposed harmonized standard was recommended to the Z21/83 Committee by

the (Interim CSA)/Z21 joint refrigerator and camping equipment subcommittee, at its November
4-5, 1998 meeting.

At the November 1998 meeting, the joint subcommittee noted two substantive changes that were
required in the draft standard. These are shown in Appendix G. This coverage was distributed
for review and comment in January 1999. A letter ballot requesting joint subcommittee approval
to submit the revisions contained (in Appendix G) to the Z21/83 Committee and (Interim CSA)
Standards Steering Committee closes March 4, 1999. An update on the subcommittee vote on
this letter ballot will be provided to the Z21/83 Committee as soon as it is available.

Revisions to the portable camp heater standard, Z21.63-CSA 11.3:

1. Revise the Standard to apply only to heaters of the infrared type for outdoor use only on
LP-gases (1.1.1, 1.13.2, 1.13.3, 1.14, 1.14.3-h, 1.16.5, 2.2 and 2.3). It no longer
distinguishes between heaters for connection to a remote fuel supply or a self-contained
fuel supply; . '

2. Allow the use of recycled materials but not the use of reconditioned parts (1.1 .5);
Specify that all accessories must be supplied with the appliance (1.1.7);

4, Differentiate between taking precautions for operating the heater and handling the heater
(1.2.2) .

5. Add standards references for both English and metric threads (1.2.7 and 1.2.8);

@1-1)
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Rationale:

1.1.4 Heaters and components employing materials or having forms of construction differing
from those detailed in these provisions may be examined and tested according to the intent of the
provisions, and if found to be satisfactorily equivalent, may be given recognition.

1.1.5  This standard applies to heaters constructed entirely of new, unused parts and-matersats.

Rationale:  The intent of this clause is to allow the use of recycled materials but not the use of
reconditioned parts.

Rationale:  To eliminate any confusion to conversion of SI equivalents and to be consistent
with the ASTM E-380 standard (reference 11/16/93 meeting minutes).

Rationale: This provision was added in recognition of the fact that camp heaters often have
numerous accessories and to clarify that all accessories must be supplied and
evaluated with the appliance.

1.2 GENERAL CONSTRUCTION AND ASSEMBLY

1.2.1 Construction features and the quality of the workmanship shall be in conformity with

acceptable engineering practices and-shalt-providethreresuitscontempiated-by-these-provisions.

Rationale: The remainder of this sentence was deleted to improve the clarity of the provision.

1.2.2  The heater shall be easy to light and frandic operate without the danger of cuttngor
burning hands, when using normal precautions. The heater shall be eagy to-handle without the
danger of cutting hands, when using normsl precautions.

Rationale:  This provision was re-worded to differentiate between requirements for operating
the heater and handling the heater.

Rationale:  This provision is not needed based on coverage currently outlined in 1.2.3 below,
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PART 1
CONSTRUCTION

1.1 SCOPE

1.1.1 This standard applies to unvented portable type gas camp beaters, of the catalytic-and infra-

IR

lentn gases and shitxhires thepeoLand intended for outdogruse. cither

Rationale:  The scope of the camp heater standard should not make reference to indoor use
of this product, therefore, the scope statement was revised to eliminate such
terminology from the harmonized standard.

1.1.2 This standard applies to portable type gas camp heaters having:

(a) a regulated pressure

(b) a non-regulated pressure

= firectt - .
———{b-)—fenmtciy-comccted'to'thtm

Rationale: Adds nothing to standard.

Rationale:  This provision is design restrictive, and was therefore, removed from the
harmonized standard. '
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1.4.1 Metallic structural parts of heaters shall have a minimum thickness of 0.0195 inches
(0.4953 mm) or alternatively be constructed of materials that have known and demonstrabie
properties that provide the superior strength and corrosion resistance required for good design.

1.4.2 Heaters shall have a corrosion resistant finish.

143 (a) Compounds used in making joints shall be listed by 54
agency:as suitable for use with propane and butane.

Rationale:  Reference to "listed by a nationally recognized testing agency" was added here,
so the note (below} could be removed.

(b) Lubricants used in valves and controls shall be of a type suitable for propane and

butane service, and capable of withstanding the service conditions to which the lubricants
are subjected.

(c) Running threads

Rationale:  Redundant wording.

144 Aluminum scmi~rigid tubing or-piptag shall not be used as gas conduit.

Rationale:  This statement was revised to simplify and clarify the requirements of this
provision.

1.4.5 Piping employed as gas conduit shall comply with the current-standard-CSAB63
WEEDED-AND-SEAMEESS-STEEEPHPE Standard for Welded and Seamless Wrought Steel
Pipe, ANSUASME B36.10M, or CSA endorsed ASTM A53-97, Standard Specification for Pipe,
Steel, Black and Hot-Dipped, Zinc-Coated, Welded and Seamless.
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therefore, it was removed from the harmonized standard.

1.2.3 The heater shall be of such construction as to be secure against displacement, distortion,
warping, or other damage, and shall be supported to maintain a fixed relationship between
essential parts under normal and reasonable conditions of handling and usage so as to assure
continued compliance with these provisions. Such parts not permanently secured shall be
designed so that they cannot be incorrectly assemnbled and cannot be improperly located or
misaligned in removing or replacing during use, cleaning or other servicing.

1.2.4 If any indication is observed during the tests prescribed herein that the appliance will not
continue to meet these provisions in normal usage, such supplementary tests shall be conducted
that will provide safe and satisfactory service.

1.2.5 - In submitting an appliance for test, the manufacturer may furnish a list of manufacturing
tolerances applicable thereto and may have the appliance tested for compliance with these
requirements in both extremes of tolerances specified.

Rationale:  Carried over from the ANSI Standard.

127 Bolts,muts &nd scrowssexcept sheet-metal scrows,used sed in-the generalasseniblyofdhic
heater shall have threads-canforming with the Standard for Unified Inch Scrow Threads (N

UNR Thread Form), ANSVASME Bl.1.

Rationale:  Add standards references for both English and metric screw threads.

12.8 Pipe threads shall conform with the Standard for Pipe Threads, Generil:
ANSIASME B1.20.1.

Rationale:  Add standards references for both English and metric pipe threads.

1.3 STABILITY

A heater shall either be constructed to comply with clause 23 8.1 or it shall be fitted with a tip-
over switch which shall cause a complete shut-off of the gas immediately, and shall require a
manual reset function to restart the gas supply.

Rationale:  Incorrect clause reference.

1.4 MATERIALS
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Rationale:  Adjustable Air shutters are no longer used in the industry (camping equipmen).

1.6 ORIFICES AND ORIFICE FITTINGS

Rationale:  Carried over from the ANSI Standard.

1.6.3  Orifice spuds or orifice hoods shall be made of material capable of withstanding not less
than 1 000<F (538-C).

1.7 PILOT BURNERS AND SAFETY SHUTOFF DEVICES

1.7.1 Heaters m&mmrndmmmrcmﬁeeeﬁﬁrﬁw shall have a safety
shut-off device complying with the current-standard-CEA64-AUTOMATIC BURNER
IGNTTION-AND-SAFETY-SHUT-OFF-PEVAICES Standards for. Automatic: ‘Gaslgnman
Systems.and Components, ANSLZ21.20.or.CANI-6.4.

Note: Before considering a revision to 1.7.1. the working group requested that the rational for
establishing the 3,000 Btuh criteria be provided by the secretary.

The secretary responded on 2-10-97 indicating that no documentation was available, and the
number was fairly arbitrary.

Rationale:  Heaters are considered unatiended appliances and should, therefore, be equipped
with safety shutoff devices. Standard reference update.

1.7.2  Ignition devices and safety shutoff systems shall comply with the applicable construction
provisions of the Standards for Auromatic Gas Ignition Systems and Components; ANSI: ’
or CANI-6.4.

Rationale: A reference to the applicable standards for ignition devices and safety shutoff
systems is needed in the harmonized standard.

1.7.3  'Where a pilot burner is used, means shall be provided to prevent the flow of gas to the
main burner while the pilot burner is being lighted.
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Rationale:  Standard reference update.

1.4.6 Resilient materials where used, shall be compatible with propane and butane at operating
temperatures.

g

®

Rationale:  Provisions for evaluating non-metallic, internal parts of gas controls are needed
in the harmonized standard. This coverage was adopted from existing coverage
outlined in the ANSI Z21.63-1978 standard (camp heaters).

Rationale: A provision for evaluating the general suitability of materials used in the
construction of a camp heater is needed in the harmonized standard. This
coverage was adopted from existing coverage outlined in the ANSI Z21.63-1978
standard (camp heaters).

1.5 BURNERS

1.5.1 Burners or burner heads shall be designed for easy maintenance and cleaning without the
use of special tools.

1.5.2 The design and materials used in the construction of the burner shall be such that the
burner will not sag, distort, melt, exhibit appreciable corrosion or damage to any protective
coating sufficient to expose the base metal, show leakage of gas during any of the tests specified
herein.

1.5.3 Burners shall be securely held in place.

+-6PREMARY-AIR-CONTROE

+6-+154  Adjustable air shutters shall not be used.
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Rationale:  This provision is not needed based on more definitive coverage proposed in 1.8.7

through 1.8.10 below. The proposed coverage was adopted from CGA Lab Interpretation Notice
94-002.

Rationale: This provision is not needed based on more definitive coverage proposed in 1.8.7
through 1.8.10 below. The proposed coverage was adopted from CGA Lab Interpretation Notice
94-002.

1.8.6 Needle valves shall be so designed that it is impossible to withdraw completely the valve
stem in the normal operation of the valve. -

{538 kPn) when for use with unregu.lated butane, o

{(¢)  Normal operating pressure at 0°F (-18°C),40°F {4 4°C)-and 140°F.(609C);
for.use with iinregulated propane/butane mixture; the pressures to-be i t
and

(d)  When regulated, 20% and 150% of the normal regulator outlet pressure setfinig at
the above ambient temperatures (as applicable for the fuel).

Theleakage shall not exceed 200 cc/hr when corrected to standard conditions.

1.8.8 Manually operated gas valve bodies shall have a burst strength of at least five: umzsﬁe
vapour pressure of the fuel (or fuel mixture) at 70°F (21.1°C), 550 psi (3792 kPa) for:
and 85 psi (586 kPa) for butene).

189 Manually operated gas valves shall withstand, without leakage, 6000 cycles cf.operation
from fully closed to fully open to fully closed at 70°F (21.1°C) and:

()] 110 psi (758 kPa) for propane;

(b)  17pai (117:kPa) for butane; and
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1.7.4 Where used, pilot burners shall be placed so as to permit safe lighting without burning the
hand.

Rationale:  Provisions 1.8.4 and 1.8.5 are not needed based on coverage currently outlined in
1.2.3, therefore, they were removed from the harmonized standard.

1.7.5 Tips of pilot burners used in conjunction with safety shutoff devices shall be made from
AISI 416 steel or material having at least equivalent heat and corrosion-resistant characteristics.
Nickel alloys of greater than 1.0% nickel, because of catalytic cracking effect, are not acceptable.

1.8 MANUALLY OPERATED GAS VALVES

L P i T O e T ST g T T AT oo
B

operated burner gas val

Rationale:  Manual valves on refillable cylinders serve to meet the function of a manually
operated burner gas valve. The requirement for a safety shutoff valve on all
heaters ensures safe lighting of the heater when used with a refillable cylinder.

1.8.2 The design of handles for taper plug and resilient seal type valves shall be such that the
marking of the "off" position is clearly and unmistakably indicated. '

1.83 On needle valves the direction of the open to closed rotation shall be clearly and
unmistakably indicated to the user.

1.84 The marking specified in clauses 1.8.2 and 1.8.3 shall be Class I, IT or ITIA as specified in
Appendix— 1.14.1. ) ;

1.8.5 All valves shall close in the clockwise rotation.
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Rationale:  The proposed coverage outlined in 1.9.3 through 1.9.7 is added to define the
manner in which a pressure regulator is tested as a component of the heater. The
coverage was adopted from CGA Lab Interpretation Notice 94-002.

1.9.8 The inlet of the pressure regulator shall be fitted for attachment to:

a. Connection No. 510 as specified in the Standard for Compressed Gas. Cylinder
Valve Qutlet and Inlet Connections, ANSI/CGA-V-1-1977; or

b. Connection No. 600 as specified in the Compressed Gas Association’s Limited
Standard Cylinder Valve Outiet Connection for Propane-Small Valve Series.

Rationale:  This coverage was retrieved from clause 1.1.5 of ANSI Z21.58.

1.10 HOSE AND HOSE FITTINGS

Hose and hose fittings for use with a beater shall be supplied by the manufacturer and shall
comply with the'Standard for Pigtails and Flexible Hose Connectors for LP:Gas; ANSI/UL369;
or with to the current Standard, €ANt=8-+ Elastomeric Hose and Hose Couplings for
Conducting Propane and Natural Gas, CAN/CGA-8.1 or with the current Standard, CAN+-8-3
Thermoplastic Hose and Hose Couplings for Conducting Propane and Natural Gas, CANI1-83.
Thethose lengﬂlshall"be]imitedto 6 feet (1.8 m).

10
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Rationale:  The proposed coverage outlined in 1.8.7 through 1.8.12 is added to better define
the manner in which a valve is tested as a component of the heater. The coverage
was adopted from CGA Lab Interpretation Notice 94-002 and ANSI Z21.63.

1.9 GAS PRESSURE REGULATORS

19.1 Where a heater is for use with regulated pressure, the regulator shall be supplied by the
heater manufacturer, and the heater shall be marked with the identifying marking of the
regulator(s). Refer to clause 1.14.3 (gh). _

1.9.2 The pressure regulator shall be permanently stopped to limit the outlet pressure to the
designed inlet operating pressure of the heater.

193 Gas pressure regulators shall be investigated for external leakage at the following
conditions:

(&) Normal operating pressure at 0°F (-17.8°C), 23 psi (159kP&)-and 1403F(60°0C),
290 psi (2000.kPa) when for use with unregulated propane;

() Nomual:operating pressure at 40°F (4.4°C), 3 psi (2 LRPA) & A31409F (6020).78
psi (538 kPa) when for use with unregulated butane;

{¢©) Normaloperating pressure at 0°F (-17.8°C), 40°F (#/43C) and 1 40ZF{60°C) kvhes
for use with unregulated propane/butane Tiixture, the pressusss to be determined.
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Rationale:  The scope of the camp heater standard was revised to eliminate the reference to
indoor use of this product. Therefore, this clause no longer applies.

1.12.2 Covers or wind baffles where supplied with the heater shall be designed against accidental
closure.

1.12.3 Guards, grilles or screens shall be held securely in place.

Rationale:  No longer in scope of standard.

1.13 INSTRUCTIONS

1.13.1 Each beaters shall be accompanied by detailed printed instructionssimrbothEnglishand
French; and diagrams for the proper assembly, maintenance, safe use and tighting operation. Fhe

m’".‘;“‘mm s:”“ al“, ’.u:” th': oeed-for amadequatesuppty of fresh

The safety-related items included in the instructions shall be prominently displayed and shall
precede the instructions concerning the functional use of the appliance.

The instructions ghall be marked with directions to the consumerto.retain:them for firture
reference. '

Ihems&uchonsshﬂlbemewedbythemnngagencyforcompre"' sibilif
compatibility with resuits of test.

Either the front cover or the first page of the instructions shall bear the following boxed wamings:

12
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Rationale: Standafd reference update.

e

pressure 6f100,psi (690

greater than 10 scfh (0.28 m*/br) at 100-psi (690 KPa)jior
()  adevice other than an excess flow check valve, which will limit flow to 10scth

(0:28:m’/hr) at 100 psi (690 kPa).
Rationale:  Taken from ANSI Z21.58/CGA 1.6-M95.
1.12 GUARDS, GRILLES AND SCREENS

1.12.1 Heaters shall be equipped with a protective canopy, guard, grille or screen that will
prevent direct contact between the heating element and combustible material, and also protect the
heater against accidental damage.

432 H corind : N S—— l . ol ot

Rationale:  The scope of the camp heater standard was revised to eliminate the reference to
indoor use of this product. The test in 2.132 has been modified to a terry cloth
clothing ignition potential test which is more realistic and adopted from ANSI
Z21.11.2.

11
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Rationale:  Warning was changed to Danger to enforce the hazard of the situation. Editorial.

Rationale:  Update of graphics to show heaters instead of charcoal grill. Editorial.

(4)  Dircctions for proper assembly and for assembly of fiéld-instilied parts and
acoessories supplied with the heater.

a statement that the heater must not be exposed to flammable vapors or liquids

during lighting.
(6)  Maintenance instructions (including recommended frequency guidelines)

(8  Keeping heater area clear and free from combustible materidls, gasoline:and
other flammable vapors and liquids.

(b)  Not obstructing the flow of combustion and ventilation:gir.

(c)  Visually checking burner flames, with an explanation of proper operating

(d)  Cleaning heater, including special surfaces, with recommended cleaning
agents, if necessary. '

(7) Information for obtaining replacement parts and where they.are obtainable.

14
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FOR YOUR SAFETY
If you smell gas:

tﬁ)o:notattampt:toilightupplimee.
2. *Extinguish-any-open flame,

FORYOURSAFETY

Do.not store or use gasolme or:other
flammable vapoursand *llquidsin*the
vicinity. of this or any.otherappliance.

CARBON MONOXIDE HAZARD

This appliance can produce carbon monoxide
which has no odour.

Using it in an enclosed space can kill you.

Never use this appliance in an enclosed
space such as a camper, tent, car or home.

13




Draft #2 Proposed Harmonized Standard for Portable Type Gas Camp Heaters ANSI Z21.63/ CSA 11.3

and the ANSI Z21.63a-1981 (camp heater) and Z21.58-1994 (outdoor gas grill)
standards. French requirements for Canadian instruction manuals moved to the
Exhibit section.

Class TTA-2. Permanent Plate

Shall be made of metdl having a thickness of 0.006 to 0.012 inch (0.15100.30 mm) and shall have
mechanical attachment means at all corners with a maximum spacing of 6-inches (152 mm)

Class T1A-3. Permanent Plate

Shall be made of metal having a thickness less than 0.006 inch (0.15 mm). Such plates shall be
attached by means of nonwater-soluble adhesive which will comply with 2.13. These materials
shill not'be located:on:surfaces having temperatures exceeding 300°F.(149°C) as determined
during conduct of 2.11.

Class TIA-4. ‘Permanent Plate

plates comply with'2:13. These materials shall not be located on surfaces having temperatures
exceeding 300°F{(149°C) as.determined during conduct of 2.11.

Class TIIA-1. Permanent Label

16
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®
®

®

©

@

cylinder when the heater is not in use.

When the LP-gas supply cylinder is not disconnected from the heater, the heater
and cylinder must be stored outdoors, in a well ventilated space, out of the reach
of children, and must not be stored in & building, garage or.any-otherenclosed
area.

Storage of the heater indoors is permissible only if the cylinder is di
removed from the heater.

Cylinders must be stored outdoors, in a well ventilated space, out of the reachof
children, and tust not be stored in a building, garage.orany-otherenclosedarea.

(d)  Fora heater for use with a remote fuel cylinder:

88

Rationale:

Astatement specifying the manufacturer's mcommcndedhtmnnber;fm{"q'
hose.connectors and fittings necessary for connecting the:ieater to-a remotefng
cylinder.

The instruction manual coverage required expansion and updating. The coverage
outlined above is a combination of requirements outlined in the meeting minutes,

15
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1.14.3 QGas heaters shall be |
with:

(a)  The manufacturer's or distributor's name and location.
(b) The manufacturer's or distributor's model number of the heater.

(c)  The mamufacturer's serial mumber, lot number, date stamp or code which:will
identify the appliance.

(d)  The manufacturer's minimum and maximum input rating (Btu per-hour),-as
applicable. '

(¢}  Type of gas for which equipped: "LPG", "Propane" or *Butane™, -2sapplicable.

(H The statement "FOR OUTDOOR USE ONLY™,

(g)  Clearances to combustible materials-inboth-Engltsh-and-French in‘intepral inches.
(b)  The identifying marking of the regulator(s) where the heater is for use with
regulated pressure.

o ot e forind comabovethedl tandt

18
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exoeedmg 1‘75°F (19‘5°’C) s determined dunng conductof 2.11
Class IIIC. Waterproof Label

Shall be made of materidl not-soluble in water, and may use water-soluble adhesive for.attachment
means.

Class IV. Semi-Permanent Plate or Label

Shall be made of material which may be soluble in water, and may.use wateriaohuble adhesive for

17
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Rationale:  Warning was changed to Danger to enforce the hazard of the situation. Editorial,
Rationale:  Update of graphics to show heaters instead of charcoal grill. Editorial.
Ihe"] : e l,’h‘%' T e

lmpemaseleuethelghmf{):lmmch@os mm) minimum -

letter size specification.

Rationale: The scope of the camp heater standard was revised to eliminate the reference to
indoor use of this product.

1.14.5 Heaters specifically designed for direct connection to the fuel supply cylinder shall bear a
clearly legible Class ITTA marking stating, "Do not connect 0 2 remote gas supply.”

1.14.6 A heater specifically designed for connection to a refiliable fuel cylinder shall bear a clearly
legible Class IIIA marking stating, "If stored indoors, detach and leave cylinder outdoors."

1.14.7 Refer also to clauses 1.8.2, 1.8.3 and 1.8.4.

Rationale: The marking coverage required expansion and updating. The coverage outlined
above is a combination of requirements outlined in the meeting minutes, and the

20
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m&ﬂg. mw. t'm feﬂowm -

The scope of the camp heater standard was revised to eliminate the reference to

Rationale:
indoor use of this product. Therefore, this clause no longer applies.

G) The symbol of the drganimtion making the tests for compliance with this standard.

: 1.14.4wmmmﬁmﬁmﬁmmmw

following boxed warning label on & Class IIA matcnal located where ltmn"beeasﬂyseenbyﬂn

USECT.

19

7+




Draft #2 Proposed Harmonized Standard for Portable Type Gas Camp Heaters ANSI 221.63/ CSA 11.3

PARTII
PERFORMANCE
2.1 GENERAL
Rationale:  This type of statement should be included with the scope of the standard.

2.1.1  Portable gas heaters submitted for test under these provisions shail be tested with the type
or types of gases selected by the manufacturer as specified in 2.2.

2.2 TEST GASES

In conducting the performance tests specified herein gas with characteristics approximately as
follows, shall be used.

Propane Gas 2500 Btu/ft® (94.7 MJ/m?)
1.53 Relative Density

Butane Gas 3260 Brw/ft* (124 M¥/m®)
2.00 Relative Density

Heaters for use with propane only shall have all tests conducted with propane gas.

Heaters for use with butane only shall have all tests conducted with butane ges.

Heaters for use with liquefied petroleum gases (80% propane/20% butane mix) shall have:all tests
conducted with propane gas. In addition, the tests specified in 2.4 and 2.5 shall be.conducted
with butane gas with no change in adjustment or orifice. :
Heaters for use with liquefied petroleum gases (80% butane/20% propane niix) shall’have dll tests
conducted with butane gas. .In addition, the tests specified in 2.4.and 2.5 shall be conducted with
propane gas with no change in adjustment or orifice.

Rationale: This provision was modified to recognize testing with propane, butane, and
propane/butane mixtures.

2.3 TEST PRESSURES AND BURNER ADJUSTMENTS

2.3.1 Unless otherwise stated, each test specified herein shall consist of a series of 3 tests; one at

22
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ANSI Z21.63a-1981 (camp heater) and Z21.58-1994 (outdoor gas grill)
standards. French requirements for Canadian markings moved to the Exhibit

section.

21
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scries-of testsonrany-one-test-gas:

Rationale:  Primary air control means has been removed from the standard therefore this is
no longer appropriate.

Rationale:  Not in scope of standard.

2.4 COMBUSTION

(b)  When operated to extinguishment in an enclosed room of 100 ft (2.84 m*) volume
at.air exchange rates of 0.5, 1.0 and 1.5 air changes per hour, the maximum CO
level shall at no'time exceed 100 ppm.

Method of Test
faA-closedroommethod-of test-shah-beused-exclustvely:
() A-room-ofnotless-than100-F'<(2-84-m")shatt-bcused-fortests-and-it-shait-be-of sufficient

i st rof cor3-h-beforet} sdepieted-toti e
value:

1 At erature-Controt:
A Fg Y U "2 18 11 .

2. A i . F i . -ﬁ - - ] . E . . ] i
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normal test pressure, one at a reduced pressure and one at an increased pressure.

(a) Test Pressures: Regulated

Propane Reduced: 8/11 of nominal regulator setting or range.
and
Butane Normal: 11/11 of nominal regulator setting or range.
Increased: 13/11 of nominal regulator setting or range.

(b) Test Pressures: Non Regulated

For equipment using direct container pressure, either connected directly or remotely to container.

Propane Reduced: Container pressure at 0°F (-17.8°C) ambient. (vapour pressure
23.5 psig (162 kPa))
Normal: Container pressure at 77°F (25°C) ambient. (vapour pressure
122.3 psig (843 kPa))
Increased: Container pressure at 100°F (37.8°C) amblcnt (vapour pressure
172 psig (1186 kPa))
Butane = Reduced: Container pressure at 40°F (4.4°C) ambient. (vapour pressure 3
psig (20.7 kPa))
Normal: Container pressure at 77°F (25°C) ambient. (vapour pressure 21
psig (145 kPa))
Increased: Container pressure at 100°F (37.8°C) ambient. (vapour pressure
37.5 psig (259 kPa))

232 (a) For regulated heaters the test pressures specified in 2.3.1 shall be applied at the
outlet of the regulator.

(b)  For unregulated heaters the test pressure specified in 2.3.1 shall be applied at the
heater inlet connection.

2 3.3 The input of the appliance after a 15 min warm-up penod shall be w1thm iS% of the rated

23
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Rationale:  With the addition of the closed room combustion requirements and the addition of
a requirement for a safety shutoff device on all heaters, this performance test is
no longer needed.

2.5 BURNER OPERATING CHARACTERISTICS
2.5.1 Bumner shall not flash back:

(a)  upon immediate ignition at normal, reduced, and increased test pressures.

26
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mrcxchangc ﬁ'umﬂxoatleastil.s auchangesperhowmthmaccumcydfﬂ”lm chang&sper
hour. “The test:room &hall’be designed to maintain'a room temperature.of 704 57F(215 A=
2:8°C). The test room shall’be adjusted to establish the air exchange rate for the specific test.
The heater shall then be ignited in the room and the room sealed to start the test.

A sample of the room air shall be withdrawn at the start of the testand analyzed-for-carbon
monoxide, oxygen and carbon dioxide. During the test, sufficient samples shall be withdrawn and
analyzed for carbon. monoxide, oxygen and carbon dioxide to permit accurate determination-of the
oxygen and carbon monoxide levels as specified in “a” and "b" above.

The test shall continue equiilibrium at which time the test shall be discontinued.

Rationale:  These revisions are proposed by the CPSC in an effort to reduce the number of

' accidents resulting from the use of camping heaters in confined, air tight spaces.
The above text has been modified slightly to simply reference the revised test gas

selection text outlined in 2.2.

2 5-UNBURNEDFUEE

els : : *’."! o *'l”“’l" . :’; e "3]"!"“1 torthe °‘*°’°d g test under the °°“d’“°"i’. wtshatemed 'F"i
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(b)

Rationale:

(©

amount just sufficient to keep the valve of the safety shutoff device open, or just
above the point of flame extinction, whichever represents the higher pilot gas rate.

A flame can be considered as being equivalent to a substantially uniform contour
flame if its deviation from uniform contour is occasioned by a flame baffle(s) or
channel(s).

Multiflame Pilot Burners (Pilot burners which produce a flame(s) with substantial
variation in contour under turndown conditions).

The pilot burner shall effect ignition of the gas within 4 seconds from the time that
gas is admitted to the main burner(s) when all the pilot flame ports except those
for heating the thermal element are blocked, and the pilot gas supply is reduced to
an amount just sufficient to keep the valve of the safety shutoff device open, or just
above the point of flame extinction, whichever represents the higher pilot gas rate.
The above test &hall also be conducted under sufficient conditions of increased
pilot burner input ratings to 4 seconds from the time that gas is admitted to the
main burner(s) with the pilot burner input at any level from the turndown condition
described above, up to and including that providing normal flow through the
unblocked port(s) based on the manufacturer's specified normal input rating for the
pilot burner. An approximately normal actuating flame can be obtained by
removing the block from the ignition port(s).

Editorial.

With this block removed, the gas issuing from the ignition port(s) shall either not
ignite or the flame shall be baffled in such a manner as to assure the ignition is
accomplished from only the actuating flame.

Pilot Burner and Thermal Element Assemblies Which Supply Electrical Energy for
an Automatic Contro} System.

When the thermal element is the only source of power for operation of the
automatic valve, the tests under “a" and "b" shall be conducted with the pilot
burner flame adjusted to the minimum size required to open the automatic valve.
This test condition shall be based on the performance of the system when only the
thermal element and automatic valve are present. Under these conditions, the pilot
bumer shall effect ignition of the gas within 4 seconds from the time the gas is
admitted to the main burner(s). ' '

Thermostats and any other system components which may be changed or added
shall be excluded during this test.

28



Draft #2 Proposed Harmonized Standard for Portable Type Gas Camp Heaters ANSI 221.63/ CSA 11.3

(b)  upon two to five seconds delayed ignition at normal test pressure.
(c)  during any of the other tests specified in these provisions.

2.5.2 Burners shall operate without depositing carbon during any tests specified in these
requirements.

2.5.3 Burners shall not expel gas through air openings in mixer faces at normal test pressure nor
at a pressure only high enough to support combustion at the ports.

2.6 PILOT OPERATING CHARACTERISTICS

2.6.1 Where pilots are used, the provisions specified in 2.6.2, 2.6.3,2.6 4, 2.6.5, 2.7.1, and
2.7.5 shall apply.

2.6.2 Pilot bumer flames shall ignite the gas at the main burner(s) without delay.

2.6.3 Continuously burning pilot bumner flames shali not be extinguished when the gas to the
main burner(s) is turned on or off in a normal manner, either manually or by means of automatic
devices.

2.6.4 Pilot burners shall show no carbon deposits during any test specified in Part Il when
adjusted according to the manufacturer's printed instructions.

2.6.5 Bunsen-type pilot burners shall be constructed so that ignition of the main burner flame
occurs in a normal manner, even though the pilot burner flame is burning at the orifice. A pilot
burner that cannot be made to flash back under any conditions of test shall be considered as
meeting this provision. '

2.7 PILOT BURNERS AND SAFETY SHUTOFF DEVICES

2.7.1 The pilot burner shall effect ignition of the gas at the main burner(s) under the conditions
specified in the following tests. A pilot burner which becomes extinguished after having
completed main burner ignition is considered as complying with this provision.

The following tests shall be conducted at normal test pressure:

(a) Single Flame Pilot Burners (Pilot burners which produce a single flame with
substantially uniform contour under tusndown conditions.)

The pilot burner shall effect ignition of the gas within 4 seconds from the time that
gas is admitted to the main burner(s) when the pilot gas supply is reduced to an
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2.7.5—In-casc-the When'a pilot burner flame acts both as the actuating medium of the safety
shutoff device and as the means for igniting the gas at the main burner(s), the construction shall be
such that in case the pilot burner flame flashes back and burns at the orifice, the device shall
operate either to shut off the supply in accordance with the test specified in 2.87.4 or provide
effective ignition of the gas at the main burner(s). A pilot bumner that cannot be made to flash
back under any conditions of test shall be interpreted as meeting this provision.

2.8 STABILITY
Heaters not incorporating a tip-over switch shall be subjected to the following test:
Method of Test

The heater shall be tipped in any direction at an angle of 30 degrees from the vertical and it shall
return to an upright position when released.

Where the heater is directly connected to 2 container, this test shall be conducted with the
container full and then with the container empty.

returns to annpnght posmonwhen released. Thls test shall be oonductedmth ﬂ:e conmncﬁull
and with the container empty. *This beater shall be marked in accordance with 4-+6:71.14.5.

Rationale: The modified tip test coverage outlined above is adopted from the meeting
minutes.

The CGA Standards Committee in originally preparing the standard, envisaged
designs of camping heaters which either were not directly connected to the
propane cylinder or ones that were mounted directly on propane cylinders of 10
pounds or less. These heater designs, because of their lightness, are relatively
unstable and upon being knocked, could easily fall over. A 30 degree tip test was
therefore included in the standard. When considering a heater designed to be
mounted directly on a 20 pound cylinder, because of the cylinder weight, more
resistance 1o tipping is provided. A review of tip tests contained in other
standards revealed the following:

-CGA 2.23 Portable I.R. Heaters 15 degrees
-CGA 2.14 Construction Heaters 35 degrees
-AS 2658 Australian Standard for

Portable Mobile Appliances 15 degrees
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When a multiflame pilot burner is provided, the tests outlined under "b" at
increased pilot input ratings shall also be conducted.

(d)  Recycling Pilot Bumers (Gas Ignited).

In the case of pilot burners which operate every time the main burner is tumned on
or off, either manually or by automatic controls, the ignition flame(s) shall provide
ignition of the gas within 4 seconds from the time that gas is admitted to the main
burner(s) when the gas supply to the ignition flame is just sufficient to light the gas
at the thermal heating ports.

2.7.2 Heaters equipped with controls permitting ignition at less than full rate shall comply with
the provisions of clause 2.87.1 with the main burner gas input at fuli rate and at minimum turn-on
rate.

2.7.3 The time required for the safety shutoff device to turtronthe-gas-supply pre VEB.

supervisad condiiion shall not exceed 5 minutes except for (1) those devices requiring a
continually applied manual force to assume the "on" position, and (2) those devices which operate
every time the main gas burner(s) with which they are used are turned on or off. In these two

latter cases, the time shall not exceed 1 }2 minutes.

Method of Test

This test shall be conducted at normal test pressure. With the device at room temperature, the
gas at the ptiot burner(s) shall be ignited and the time required for the device to turmomrthe-main

gas-suppty prove.a supervised condition noted.
Rationale:  This provision was updated to more current terminology.

2.7.4 The time required for the safety shutoff device to ctose shut.off the gas supply shall not
exceed 3 minute t i i i :

Rationale:  Catalytic heaters are not covered in the scope of this standard.

Method of Test
The appliance shall be operated for 15 minutes at normal test pressure. All gas to the heater shall
then be shut off and the time required for the device safety shutdff valve to shut-off-the-gas-supply

is close noted.

Rationale: This provision was updated to more current terminology.

29




Draft #2 Proposed Harmonized Standard for Portable Type Gas Camp Heaters ANSI Z21.63/ CSA 11.3

90°F (50°C) rise) when the heater is tested at the manufacturer's specified clearances under the
conditions of test described herein.

Method of Test

The heater shall be placed in a partial enclosure, as shown in Figure 1, at the minimum side and
top clearances specified by the manufacturer. Horizontal and vertical clearances shall be
measured from the heater casing. The heater shall be fired at the manufacturer's rated input. The
test shall be conducted until equilibrium conditions are attained.

2.12 PERFORMANCE AT HIGH ALTITUDE

Eights Heaters tested o this:standard shall also comply with CGA 2.17 Standard for Gas-Fired
Appliances for.use at High Altitudes.

2.13 MARKING MATERIAL ADHESION AND LEGIBILITY

2.13.1

The adhesive quality.of Class TIA-3, IA-4, ITIA-1 and IA-2 maiking mate; nd the;

of all ‘Class I, TI[A and TIIB marking materials (see 1.14.1) shallnotheadvemely' iffected whe
the marking materials are exposed to heat and moisture as specified in-the following Méthod:o
Test.
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- ANSI Z21.62/63 Camp Heaters (2.5 1bs.
cylinder size limit) 20 degrees
- DIN-30686 Portable Radiant Heaters for LPG 10 degrees

A 15 degree tip test appears to be a reasonable limit for this particular type of equipment.

2.9 RESISTANCE TO WIND

A heater without-a-safety-shuteff-device; shall be so constructed that a 10 mph (4.5 m/s) wind, at
a temperature of 77°F (25°C) applied horizontally from any direction for a 10 minute period will
not cause aicontintous burner outage Hash’backcondition

Method of Test

_ The test area and suitable blower shall be arranged to provide a uniform velocity of 10 mph (4.5
m/s) (£ 10%) over a cross-sectional area of at least the same size as the largest section of the
heater. After this adjustment the blower shall be shut off. :

The heater shall be operated for 15 minutes at normal test pressure and then placed in the test
area. The blower shall be operated for a period of 10 minutes. Following shutoff of the blower
the heater shall continue, or resume, normal operation.

This test shall be repeated with various surfaces of the heater facing the wind. The required
number of tests shall be left to the discretion of the testing agency.

Rationale:  The wind test was modified to stipulate that all heaters shall be subjected to the
wind test. Since all heaters are required to employ a safety shutoff device, the
heater will fail safe should burner outage occur, however, the burner should still
operate properly under wind conditions. '

2.10 GAS VALVES AND CARRYING HANDLES

Valve and handle temperatures shall not exceed 40°F (22.2°C) above room temperature for
metallic handles and 60°F (33.3°C) for non-metallic handles afier operating for a period of one
hour at increased pressure, in 2 normal room temperature. Carrying handles shall be in the rest

position.
2.11 WALL, FLOOR AND CEILING TEMPERATURES
The maximum temperature on walls, and overbead combustible construction shall not exceed

194°F (90°C) (normal ambient temperature 77°F (25°C) plus 117°F (65°C) rise) and the
maximum temperature on the floor shall not exceed 167°F (normal ambient 77°F (25°C) plus
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Rationale:  The provisions for marking materials were updated to be consistent with other
ANSI/CAN standards. An additional test temperature was also included Jfor Class
LlIA-3 Permanent Tags. '

2143 Ma
17142 8hally

21422 Maﬂangswﬂnchmattachedtogas carrying componerts withs flexible type fastenerin
accordancewxﬂﬂ‘l4.2(b).§ha]lnotmxscdamgeor!eakngctoany’nfj ié-heater’s gas carryir
components when tested as f6llows:

Method of Test

A 50 pound (23 kg) weight shall be securely attached to themarlnngtagm such a way that jt
does not interfere with the attachment of the marking to the flexible type fastener. The heater
shall be securely supported above the floor a sufficient distance to allow the flexible type fastener,
marking tag and attached weight to hang straight down without impact and without impact and
without touching the fioor for 60 seconds. The maﬂcmg may become detached from the heater,
but there shall be no evidence of damage or leakage to any of the heater's gas carrying

components.
Rationale:  Additional marking material coverage was added to cover the pull test for

detached markings (Class 1lIA-3 Permanent Tags) which are attached to gas
carrying components [see 1.14.2(c)].
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shall be tested.

(¢)  Samples shall then be placed in an oven for a period of 2 weeks with the oven
temperature maintained at:

1. 350°F.(176.5°C) for Class IIA-1, IIA-2, IIA-3, TEA4 and TA-1:msiking

materials;

9. 950°F{(121°C) for Class IA-2 and TIB marking materials;:or
3. 225°F (107.2°C) for Class NA-3 marking material

in “&” or “b” above.

Semples shall ther be.immersed in water for a period of 24 hours, after which adhesionian
legibility shall be-rechecked as specified in “a” and “b” above.

Good adhesion end legibility qualitics shall be obtained under all of the above test.conditions.
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Rationale: Warning was changed to Danger to enforce the hazard of the situation. Editorial,
Rationale:  Update of graphics to show heaters instead of charcoal grill. Editorial.
1.14 MARKING

11142 "Removsl of this matking will void compliance of this‘heater with ANSI
Z21.63/CANI-11.3"

1.143 f. "FOR OUTDOOR USE ONLY™

1143 “ANSI Z21.63/CAN1-11.3 (year) Camp Heater".

1.144
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EXHIBIT A ITEMS UNIQUE TO CANADA

Al  Allinstructions and maiking-provisionsspecified in this standard are required to'be in a
form easily understood in both English and French.

113 INSTRUCTIONS

The following clauses make reference to specific instructions and markings and are listed below in
the English language. :French translations will be provided prior.to publication.

Rationale: Standard clause used for this exhibit in harmonized documents.

1.13.1

FOR YOURSAFETY
If you smell gas:

1. ‘Shut off gas to the appliance.
2. :Extinguish any open flame.

FOR YOUR SAFETY

Do not store or use gasoline or other
flammable vapours and liguids in the
vicinity of this or any other appliance.

A CARBON-MONOXIDEHAZARD
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EXHIBIT B LIST OF REFERENCE STANDARDS

ANSIVASME B1.1¢1989

ANSVASME B1.20.131983(R1992) Pipe Threads, General Purpose (Inch)

ANSIASME B36.10M-§99%

MAS3:97

CAN1-6.4

ANSI Z21.20

ANSI Z21.15-1992

ANSIZ21.18-1995/ CGA 6.3-M95
ANSI/ UL 569-1994

CAN/CGA 8.1-M86 (R1996)

CAN1-8.3-77 (R1996)

UL 125-1993

CAN/CSA-B339-96

Rationale: Updated References.

Unified Inch Screw Threads (UN and UNR Thread Form)

Welded and Seamless Wrought Steel Pipe

d Hot:

Automatic Gas Ignition Systems and Components
Automatic Gas Ignition Systems and Components

Manually Operated Gas Valves for Appliances, Appliance
Connector Valves, and Hose End Valves

Gas Appliance Pressure Regulators
Pigtails and Flexible Hose Connectors for LP Gas

Elastomeric Hose and Hose Couplings for Conducting
Propane and Natural Gas

Thermoplastic Hose and Hose Couplings for Conducting
Propane and Natural Gas

Valves for Anhydrous Ammonia and LP-Gas (Other than
Safety Relief)

Cylinders, Spheres and Tubes for the Transportation of
Dangerous Goods
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COMMENT: Required by CGA Standards Steering Committee in all harm onized
documents.
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Rationale:  Moved to Section 3.2 d)

b. Test fire each burner and manifold control assembly for properbumner ’anﬂ:ps
valve operation and verify the gastightness of the manifold and control-assembly.

3.2 Using a sampling plan mutually acceptabie to the manufacturer:and certifying agency
the manufacturer shall also conduct the following tests on controls:

a. Test pressure regulating devices to determine compliance with 1.409.5.

b.  Testmanusal valves for continued operation to determine compliance with 1:9-88.9.

c. Test nonmetallic internal parts of gas controls for compliance with 1.4.7.
4 Testeich control for leakage as specified in 1.8.67 (or1:8:910)and 193 (or
' 1:9.6) using a sampling plan mutually acceptable to-the manufacturer-and cerfifying
agency.
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PARTIV

AUTOMATICVALVEFOR GAS APPLIANCES. ‘An automatic or:
device consisting essentially.ofa vilve and operamrihat.mmlsthc gas supply to the burner(s)
&urmgnormal opetanon of an-appliance. The. operatormaybe;nctuatedbyapphcatmn of gas
pressure on aflexible diaphragm, by electrical meansFby. mechanical means.or by other:means.

SEMI-AUTOMATICVALVE. A valveithst is: ”mammuyandclosed
automatically; or vice:versa.

BTU. ‘Abbreviation for British Thermal Unit The quantity of heat required to raise the
temperature.of 1;pound.of water.1°F.

~ BURNER. *A devicefor the final conveyance of fheigas sora siixtureof gas and air, %o
the combustion zone.

COMBUSTION. . Asassed in this standard, the rapid oxidation‘of fuel gases accompanied
by the production of heat.or heat and light.

COMBUSTION PRODUCTS. Constituents resulting from the combustion of a fuel gas
with the oxygen of the air, including the inerts by excluding excess air.

CONTROLS. Devices designed to regulate the gas, air, water, or electrical supplies to a
gas appliance which may be manual, semi-automatic or automatic.

CUBIC FOOT OF GAS. The amount of gas which would occupy 1 cubic footata
temperature of 60°F, if saturated with water vapour and under a pressure equivalent to that of 30
inches of mercury.

CYLINDER, FUEL. As used in this standard, a container complying with the
Department of Transportation specifications for containers used for the transportation and storage
of liquid and/or vapour fuels.

EXCESS AIR. Air which passes through the combustion chamber and the appliance
flues in excess of that which is theoretically required for complete combustion.

-FLUE_GASES. Products of combustion and excess air.

HEATING VALUE (TOTAL). The number of British Thermal Units produced by the
combustion at constant pressure of 1 cubic foot of gas, when the products of combustion are
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cooled to the iriifial teriperature of the gas and sir, whea ih& water vapour formed during
combustion is-condensed, and when all the necessary comections have been applied.

INFRARED HEATER. .A heater which directs a-substantial amount of its energy. output
in the*form of infrarcd .energy into the area’being heated,

INPUTRATING. The gas-burmng .capacity.of an-appliance in Btu per hour as specified
by.the manufacturer, based on sea level operation.

LIQUEFIED PETROLEUM GASES. 'The terms “Lique edPetroleum Gases,” “LPG”
and “LP-Gas™ as used in'this standard shall mean and includs anyo which is composed
predominantly of any.of the following hydrocarbons, or mixtures: of them: :propane, propylene,
butanes (normal butane or isobutans), and butylenes.

LOCKUP PRESSURE. s used in this standard, the outletpressur

regulation device underno‘flow conditions.

MANIFOLD. The coriduit of an appliance which supplies gas to the individual bumner(s).

NORMAL BUTANE (N-BUTANE), TECHNICAL‘GRADE. A liquefied petroleum
gas composed of a minimum of 95 percent n-butane (C4H10) which may contain other impurities
such as isobutane, butylenes and propane not in excess of 5 percent.

NORMAL TEST PRESSURES. Those pressures specified for testing purposes at
which adjustment of burner ratings arc made.

ORIFICE SPUD. A removable plug or cap containing an orifice which permits
adjustment of the flow of gas by substitution of a spud with a different sized orifice.

PILOT. A small flame which is utilized to ignite the gas at the main burner(s).

PRESSURE REGULATION DEVICE. As used in this standard, a control which
provides regulation of a selected outlet pressure.

PROPANE, HD-5. A special grade of liquefied petroleum gas composed of a minimum
of 90 percent liquid volume of propane (C,H,) and a maximum of 5 percent liquid volume of

propyiene (C,Hy).
SAFETY SHUTOFF SYSTEM. A system that will shut off the gas supply to the

controlled bumcr(s) in the event of a supervised flame failure. This system may mt.em:pt the flow
of gas to the main burner(s) only, or to the pilot(s) and main burner(s) under its supervision.
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